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* * * First Change * * * *

[bookmark: _Toc25270697][bookmark: _Toc34310354][bookmark: _Toc36464876][bookmark: _Toc51944608][bookmark: _Toc98493833]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nausf service based interface protocol.
Table 6.1.6.1-1: Nausf specific Data Types
	Data type
	Clause defined
	Description

	AuthenticationInfo
	6.1.6.2.2
	Contains the UE id (i.e. SUCI or SUPI) and the Serving Network Name.

	UEAuthenticationCtx
	6.1.6.2.3
	Contains the information related to the resource generated to handle the UE authentication. It contains at least the UE id, Serving Network, the Authentication Method and related EAP information or related 5G-AKA information.

	5gAuthData
	6.1.6.2.4
	Contains 5G authentication related information.

	Av5gAka
	6.1.6.2.5
	Contains Authentication Vector for method 5G AKA.

	ConfirmationData
	6.1.6.2.6
	Contains the "RES*" generated by the UE.

	DeregistrationInfo
	6.1.6.2.11
	Contains the UE id (i.e. SUPI).

	EapSession
	6.1.6.2.7
	Contains information related to the EAP session.

	ConfirmationDataResponse
	6.1.6.2.8
	Contains the result of the authentication.

	RgAuthenticationInfo
	6.1.6.2.9
	Contains the UE id (i.e. SUCI) and the authenticated indication.

	RgAuthCtx
	6.1.6.2.10
	Contains the UE id (i.e. SUPI) and the authentication indication.

	EapPayload
	6.1.6.3.2
	Contains the EAP packets.

	ResStar
	6.1.6.3.2
	Contains the RES*.

	Kseaf
	6.1.6.3.2
	Contains the Kseaf.

	HxresStar
	6.1.6.3.2
	Contains the HXRES*.

	Suci
	6.1.6.3.2
	Contains the SUCI.

	AuthType
	6.1.6.3.3
	Indicates the authentication method used.

	AuthResult
	6.1.6.3.4
	Indicates the result of the authentication.



Table 6.1.6.1-2 specifies data types re-used by the Nausf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nausf service based interface.
Table 6.1.6.1-2: Nausf re-used Data Types
	Data type
	Reference
	Comments

	ResynchronizationInfo
	3GPP TS 29.503 [12]
	

	ServingNetworkName
	3GPP TS 29.503 [12]
	

	Autn
	3GPP TS 29.503 [12]
	

	Rand
	3GPP TS 29.503 [12]
	

	IpAddress
	3GPP TS 29.503 [12]
	

	Fqdn
	3GPP TS 29.510 [14]
	

	LinksValueSchema
	3GPP TS 29.571 [10]
	3GPP Hypermedia link

	ProblemDetails
	3GPP TS 29.571 [10]
	Common Data Type used in response bodies

	Supi
	3GPP TS 29.571 [10]
	

	Uri
	3GPP TS 29.571 [10]
	

	SupiOrSuci
	3GPP TS 29.571 [10]
	

	Pei
	3GPP TS 29.571 [10]
	

	TraceData
	3GPP TS 29.571 [10]
	

	NfGroupId
	3GPP TS 29.571 [10]
	

	CagId
	3GPP TS 29.571 [10]
	

	SupportedFeatures
	3GPP TS 29.571 [10]
	Supported Features

	ServerAddressingInfo
	3GPP TS 29.571 [10]
	



* * * Next Change * * * *

[bookmark: _Toc25270804][bookmark: _Toc34310461][bookmark: _Toc36464983][bookmark: _Toc51944715][bookmark: _Toc98493934]6.3.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nausf_UPUProtection service. The following application errors listed in Table 6.3.7.3-1 are specific for the Nausf_UPUProtection service.
Table 6.3.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	COUNTER_WRAP
	503 Service Unavailable
	The CounterUPU associated with the KAUSF of the UE is about to wrap around. The AUSF suspends the UPU protection service for the UE until a new KAUSF is generated.



* * * End of Changes * * * *

