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	The USER_NOT_FOUND error defined in clause 6.1.7.3 indicates it is used if the subscriber identifier is invalid or the service user not found from UDM.

As the application error may also be used in modification of UE Context in SMSF using HTTP PATCH Method, the description shall be corrected as the SMSF will find the UE context locally.

The clause referred by the Store or Document resource archetypes shall also be corrected.

	
	

	Summary of change:
	Correct the definition of USER_NOT_FOUND error;
Correct the clauses on Store or Document resource archetypes.

	
	

	Consequences if not approved:
	Incorrect definition of the error code may lead to different implementations.

	
	

	Clauses affected:
	6.1.3.2.1, 6.1.3.3.1, 6.1.3.3.3.3, 6.1.7.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This contribution does not change the OpenAPI.

	
	

	This CR's revision history:
	



Page 1


* * * First Change * * * *

[bookmark: _Toc25227249][bookmark: _Toc34039592][bookmark: _Toc39046791][bookmark: _Toc42934373][bookmark: _Toc49844589][bookmark: _Toc56519229][bookmark: _Toc98501678]6.1.3.2.1	Description
This resource represents the collection of UE Context for SMS in SMSF.
This resource is modelled with the Store resource archetype (see clause C.32 of 3GPP TS 29.501 [5]).
No HTTP method has been defined for this resource.

* * * Next Change * * * *

[bookmark: _Toc25227253][bookmark: _Toc34039596][bookmark: _Toc39046795][bookmark: _Toc42934377][bookmark: _Toc49844593][bookmark: _Toc56519233][bookmark: _Toc98501682]6.1.3.3.1	Description
This resource represents an individual UE Context for SMS in SMSF.
This resource is modelled with the Document resource archetype (see clause C.12 of 3GPP TS 29.501 [5]).
A PUT method to this resource can be invoked by the NF Service Consumer (e.g. AMF) to:
-	activate SMS service for a given UE, which results in creating new individual UE Context for SMS in SMSF, during the Registration procedure for SMS over NAS (see 3GPP TS 23.502 [3] clause 4.13.3.1);
-	update SMS service parameters for a given UE, which results in updating individual UE Context for SMS in SMSF, during the Registration Update procedure due to AMF change (see 3GPP TS 23.502 [3] clause 4.13.3.1).
-	update SMS service parameters for a given UE, which results in updating individual UE Context for SMS in SMSF, to add a new Access Type for SMS over NAS.
-	Deactivate SMS service for a given UE for one of the two registered Access Types, which results in updating an existing individual UE context resource in SMSF to remove the affected Access Type for SMS over NAS.
A DELETE method to this resource can be invoked by the NF Service Consumer (e.g. AMF) to:
-	deactivate SMS service for a given UE, which results in deleting existing individual UE Context for SMS in SMSF, during the De-Registration procedure form SMS over NAS (see 3GPP TS 23.502 [3] clause 4.13.3.2).

* * * Next Change * * * *

[bookmark: _Toc11338490][bookmark: _Toc27585122][bookmark: _Toc36457078][bookmark: _Toc45027962][bookmark: _Toc45028797][bookmark: _Toc67681556][bookmark: _Toc82680132][bookmark: _Toc88746022]6.1.3.3.3.3	PATCH
This method shall support the URI query parameters specified in table 6.1.3.3.3.3-1.
Table 6.1.3.3.3.3-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.1.3.3.3.3-2 and the response data structures and response codes specified in table 6.1.3.3.3.3-3.
Table 6.1.3.3.3.3-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	 1..N
	Items describe the modifications to the Event Subscription



Table 6.1.3.3.3.3-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned. (NOTE 3)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. 
(NOTE 3)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

(NOTE 2)

	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate one of the following application errors:
- MODIFICATION_NOT_ALLOWED, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND, if the provided subscriber identifier is invalid or the service user is not found in SMSF.
- CONTEXT_NOT_FOUND, if the UE context for SMS to be operated is invalid or not found in SMSF.

	NOTE 1:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].
NOTE 3:	If all the modification instructions in the PATCH request have been implemented, the SMSF shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the SMSF shall respond with PatchResult.



Table 6.1.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMSF or SMSF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same SMSF or SMSF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *

[bookmark: _Toc25227283][bookmark: _Toc34039626][bookmark: _Toc39046825][bookmark: _Toc42934407][bookmark: _Toc49844623][bookmark: _Toc56519263][bookmark: _Toc98501708]6.1.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nsmsf_SMService service, and the following application errors listed in Table 6.1.7.3-1 are specific for the Nsmsf_SMService service.
Table 6.1.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	USER_NOT_FOUND
	404 Not Found
	The provided subscriber identifier is invalid or the service user is not found from UDM.

	CONTEXT_NOT_FOUND
	404 Not Found
	The UE context for SMS to be operated is invalid or not found in SMSF.

	SERVICE_NOT_ALLOWED
	403 Forbidden
	The requested service is not allowed for this service user.

	SMS_PAYLOAD_MISSING
	400 Bad Request
	The expected SMS payload content is missing.

	SMS_PAYLOAD_ERROR
	400 Bad Request
	Errors exist in the format of SMS payload.



* * * End of Changes * * * *

