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	Reason for change:
	“notifUri” and “notifCorreId” attributes within QosMonitoringData data type are misaligned with the names used in the OpenAPI specification, notifyUri, and notifyCorreId respectively. In order to avoid a backwards compatibility issue, this CR proposes to get aligned with the OpenAPI specification.
Besides, current specification allows to disable the subscription to notification of QoS monitoring events. In order to do so, it is already possible that the PCF updates the PCC rule with the "refQosMon" attribute set to NULL.
However, it is not specified how to disable only the direct SMF report to the NEF/AF or the report to the NEF/AF via the PCF.
Disabling the complete report by replacing the QosMonitoringData instance is considered useless since monitoring makes sense in relation to the corresponding report (see CR#0940 TS 29.512 for Edge Computing).

	
	

	Summary of change:
	Clause 4.2.3.25 is updated to specify how to disable the notification of QoS monitoring events from both the SMF directly to the AF/NEF and from the SMF via the PCF to the AF/NEF.
Clause 5.6.2.40 is updated to correct the name and format for “notifUri” in QosMonitoringData.
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* * * First Change * * * *
[bookmark: _Toc51315206][bookmark: _Toc51761535][bookmark: _Toc51761905][bookmark: _Toc56671436][bookmark: _Toc59016054][bookmark: _Toc63156253][bookmark: _Toc66111303][bookmark: _Toc66263053][bookmark: _Toc68167007][bookmark: _Toc70446848][bookmark: _Toc73526731][bookmark: _Toc83231248][bookmark: _Toc90652999][bookmark: _Toc45133141][bookmark: _Toc51316645][bookmark: _Toc51761825][bookmark: _Toc56674802][bookmark: _Toc56675193][bookmark: _Toc59016179][bookmark: _Toc63167777][bookmark: _Toc66262286][bookmark: _Toc68166792][bookmark: _Toc73537909][bookmark: _Toc75351785][bookmark: _Toc83231594][bookmark: _Toc85534891][bookmark: _Toc88559354][bookmark: _Toc98181044][bookmark: _Toc28012060][bookmark: _Toc34122912][bookmark: _Toc36037862][bookmark: _Toc38875243][bookmark: _Toc43191722][bookmark: _Toc45133116][bookmark: _Toc51316620][bookmark: _Toc51761800][bookmark: _Toc56674777][bookmark: _Toc56675168][bookmark: _Toc59016154][bookmark: _Toc63167752][bookmark: _Toc66262261][bookmark: _Toc68166767][bookmark: _Toc73537884][bookmark: _Toc75351760][bookmark: _Toc83231569][bookmark: _Toc85534866][bookmark: _Toc88559329][bookmark: _Toc98181019][bookmark: _Toc28012109][bookmark: _Toc34122961][bookmark: _Toc36037911][bookmark: _Toc38875293][bookmark: _Toc43191773][bookmark: _Toc45133167][bookmark: _Toc51316671][bookmark: _Toc51761851][bookmark: _Toc56674832][bookmark: _Toc56675223][bookmark: _Toc59016209][bookmark: _Toc63167807][bookmark: _Toc66262316][bookmark: _Toc68166822][bookmark: _Toc73537939][bookmark: _Toc75351815][bookmark: _Toc83231624][bookmark: _Toc85534922][bookmark: _Toc88559385][bookmark: _Toc98181075]4.2.3.25	Policy provisioning of QoS Monitoring to Assist URLLC Service
The QoS Monitoring for URLLC refers to the real time packet delay measurement between the UE and the UPF for a QoS flow corresponding to an URLLC service.
If the "QosMonitoring" feature is supported, the PCF may generate the authorized QoS Monitoring data decision for the service data flow based on the QoS Monitoring request if received from the AF. The PCF shall include within the SmPolicyDecision data structure one or more QosMonitoringData instances within the "qosMonDecs" attribute and "QOS_MONITORING" within the "PolicyCtrlReqTriggers" attribute if the PCF determines the QoS monitoring report shall be sent to the PCF from the SMF and if it has not been provisioned yet.
NOTE:	The QoS monitoring report can be sent to the PCF as described in subclause 4.2.4.24 or to the AF directly as described in 3GPP TS 29.508 [12] based on the PCF decision.
For each QosMonitoringData instance, PCF shall include:
-	the requested QoS monitoring parameter(s) to be measured (i.e. DL, UL and/or round trip packet delay) within the "reqQosMonParams" attribute;
-	the frequency(s) of reporting (e.g. event triggered, periodic, or when the PDU Session is released, and/or any combination) within the "repFreqs" attribute;
-	for the case the "repFreqs" attribute includes the value "EVENT_TRIGGERED":
-	the delay threshold for downlink with the "repThreshDl" attribute if "reqQosMonParams" attribute includes DOWNLINK;
-	the delay threshold for uplink with the "repThreshUl" attribute if "reqQosMonParams" attribute includes UPLINK; and/or
-	the delay threshold for round trip with the "repThreshRp" attribute if "reqQosMonParams" attribute includes ROUND_TRIP;
-	the minimum waiting time between subsequent reports within the "waitTime" attribute;
-	for the case the "repFreqs" attribute includes "PERIODIC", the reporting period within the "repPeriod" attribute;
-	the notification URI within the "notifUri" attribute and the notification correlation id within the "notifCorreId" attribute if the PCF determines that the notification shall be sent to the AF directly from the SMF.
The PCF shall include the value of  QoS Monitoring Data ID of QosMonitoringData instance within the "refQosMon" attribute of the corresponding PCC rule and provide the QoS monitoring data decision together with the PCC rule if it has not been provisioned to the SMF. When the SMF receives the PCC rule, the SMF shall send a QoS Monitoring request to the PSA UPF via N4 as defined in 3GPP TS 29.244 [13] and NG-RAN via N2 signalling to request the QoS monitoring between PSA UPF and NG-RAN as defined in 3GPP TS 29.503 [34]
If the PCF receives the request to disable the QoS monitoring from the AF, the PCF shall update the PCC rule with the "refQosMon" attribute set to NULL. The PCF may also remove the corresponding QoS Monitoring Data if no PCC rule is referring to it.
The subscription to notification of QoS monitoring events from the SMF bypassing the PCF is disabled by replacing the QosMonitoringData instance with an instance that does not include the "notifyUri" and the "notifyCorrelId" attributes. The subscription to notification of QoS monitoring events from the SMF to PCF is disabled by removing the value "QOS_MONITORING" within the "PolicyCtrlReqTriggers" attribute.
* * * Second Change * * * *
[bookmark: _Toc28012251][bookmark: _Toc34123104][bookmark: _Toc36038054][bookmark: _Toc38875436][bookmark: _Toc43191917][bookmark: _Toc45133312][bookmark: _Toc51315377][bookmark: _Toc51761706][bookmark: _Toc51762076][bookmark: _Toc56671608][bookmark: _Toc59016226][bookmark: _Toc63156425][bookmark: _Toc66111475][bookmark: _Toc66263225][bookmark: _Toc68167179][bookmark: _Toc70447020][bookmark: _Toc73526903][bookmark: _Toc83231420][bookmark: _Toc90653171]5.6.2.40	Type QosMonitoringData
Table 5.6.2.40-1: Definition of type QosMonitoringData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	qmId
	string
	M
	1
	Univocally identifies the QoS monitoring policy data within a PDU session.
	

	reqQosMonParams
	array(RequestedQosMonitoringParameter)
	M
	1..N
	Indicates the UL packet delay, DL packet delay and/or round trip packet delay between the UE and the UPF is to be monitored when the QoS Monitoring for URLLC is enabled for the service data flow. (NOTE)
	

	repFreqs
	array(ReportingFrequency)
	M
	1..N
	Indicates the frequency for the reporting, such as event triggered, periodic, when the PDU Session is released, and/or any combination.
	

	repThreshDl
	integer
	O
	0..1
	Indicates the threshold in units of milliseconds for DL packet delay. Only applicable when the "reqQosMonParams" attribute includes the "DOWNLINK" value and the "repFreqs" attribute includes the value "EVENT_TRIGGERED".
Minimum = 0.
	

	repThreshUl
	integer
	O
	0..1
	Indicates the threshold in units of milliseconds for UL packet delay. Only applicable when the "reqQosMonParams" attribute includes the "UPLINK" value and the "repFreqs" attribute includes the value "EVENT_TRIGGERED".
Minimum = 0.
	

	repThreshRp
	integer
	O
	0..1
	Indicates the threshold in units of milliseconds for round trip packet delay. Only applicable when the "reqQosMonParams" attribute includes the "ROUND_TRIP" value and the "repFreqs" attribute includes the value "EVENT_TRIGGERED".
Minimum = 0.
	

	waitTime
	DurationSecRm
	O
	0..1
	Indicates the minimum waiting time between subsequent reports. Only applicable when the "repFreqs" attribute includes the value "EVENT_TRIGGERED".
	

	repPeriod
	DurationSecRm
	O
	0..1
	Indicates the reporting period. Only applicable when the "repFreqs" attribute includes the value "PERIODIC".
	

	notifyUri
	Uri
	O
	0..1
	Notification address of AF receiving the event notification. It shall be included if the PCF determines that the notification shall be sent to the AF directly from the SMF.
	

	notifyCorreId
	string
	O
	0..1
	It is used to set the value of Notification Correlation ID in the notification sent by the SMF. It may be included if the PCF determines that the notification shall be sent to the AF directly from the SMF.
	

	NOTE:	In this release of the specification the maximum number of elements in the array is 3.



* * * End of Changes * * * *


