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* * * * First change * * * *
[bookmark: _Toc28005429][bookmark: _Toc36038101][bookmark: _Toc45133298][bookmark: _Toc51762126][bookmark: _Toc59016531][bookmark: _Toc68167500][bookmark: _Toc98144599][bookmark: _Toc97203870]5	Signalling Flows for the Policy Framework
5.0	General
This clause specifies the detailed call flows for the 5G Policy and Charging Control (). 
Subclauses from 5.1 to 5.6 specify the call flows for PCC with no support of 5G multicast-broadcast services. They include the detailed call flows over Npcf, Nsmf; Namf, Nudr, Nnef; Nchf, Nbsf and Nnwdaf service based interfaces and their relationship with the flow level signalling in the 5G system.
Specific call flows for PCC with support of 5G multicast broadcast services are specified in subclause 5.7.

* * * * Next change * * * *
[bookmark: _Hlk101533014]5.7	MBS Policy Association Management 
5.7.1	General 
Subclause 5.7 specifies the detailed call flows for MBS Policy and Charging Control () for 5G multicast-broadcast services over the Npcf and Nmbsmf service-based interfaces and their relationship with the flow level signalling in the 5G system.
Editor’s Note: The complete list of affected services may be updated based on stage 2 progress.
The stage 2 definition, architecture and procedures for MBS PCC are specified in 3GPP TS 23.247 [xx].
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