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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc97203174][bookmark: _Toc28012820][bookmark: _Toc34266290][bookmark: _Toc36102461][bookmark: _Toc43563503][bookmark: _Toc45134046][bookmark: _Toc50031978][bookmark: _Toc51762898][bookmark: _Toc56640965][bookmark: _Toc59017933][bookmark: _Toc66231801][bookmark: _Toc68168962][bookmark: _Toc70550629][bookmark: _Toc83233075][bookmark: _Toc85552985][bookmark: _Toc85557084][bookmark: _Toc88667586][bookmark: _Toc90655871][bookmark: _Toc94064254][bookmark: _Toc98233639]4.4.28.2	Creation of a new Individual EAS Deployment information resource
In order to create a new Individual EAS Deployment information resource for a given AF, the AF shall initiate an HTTP POST request to the NEF for the "EAS Deployment Information" resource. The HTTP POST message shall include EasDeployInfo data structure as request body. The EasDeployInfo data structure shall include:
-	FQDN(s) of an application deployed in the Local part of the DN via a "fqdns" attribute;
and may include:
-	an AF service identifier as the "afServiceId" attribute;
-	an DNN as "dnn" attribute;
-	an S-NSSAI as "snssai" attribute;
-	an external Group Identifier as "exterGroupId" attribute;
-	identification of an application as "appId" attribute;
-	list of DNS server identifier and/or IP address(s) of the EAS in the local DN for each DNAI as "dnaiInfos" attribute;
Upon receipt of the corresponding HTTP POST message, if the AF is authorized by the NEF to provide the EAS Deployment Information, the NEF shall interact with the UDR to create the associated EAS Deployment information by using the Nudr_DataRepository service as defined in 3GPP TS 29.50419 [203]. If the request is accepted by the UDR and the UDR informs the NEF with a successful response, the NEF shall create a new "Individual EAS Deployment Information" resource. Then the NEF shall send a HTTP "201 Created" response with the EasDeployInfo data structure including the NEF allocated EAS Deployment Information reference as response body and a Location header field containing the URI of the created individual EAS Deployment Information resource. If the NEF receives an error code from the UDR, the NEF shall not create the resource and shall respond to the AF with a proper error status code.
Editor's note:	It is FFS for the interaction between the NEF and UDR.
*** 2nd Change ***
[bookmark: _Toc97203175]4.4.28.3	Modification of an existing individual EAS Deployment Information resource
In order to modify an existing individual EAS Deployment Information resource, the AF shall initiate an HTTP PUT request to the "Individual EAS Deployment Information" resource. The request body shall include the EasDeployInfo data structure. The "afServiceId" value shall remain unchanged from the previous value, if available in the HTTP PUT message.
Upon receipt of the corresponding HTTP PUT request message, if the AF is authorized by the NEF to modify the existing individual EAS Deployment Information resource, the NEF shall interact with the UDR by invoking the Nudr_DataRepository service as described in 3GPP TS 29.50419 [203] to modify the EAS Deployment Information in the UDR.
If the modification request is accepted by the UDR and the UDR informs the NEF with a successful response, the NEF shall update the existing individual EAS Deployment Information resource. Then the NEF shall send a HTTP response including "200 OK" status code with EasDeployInfo data structure or "204 No Content" status code.
If the NEF receives an error code from the UDR, the NEF shall not update the "Individual EAS Deployment Information" resource and shall respond a proper error status code to the AF.
Editor's note:	It is FFS for the interaction between the NEF and UDR.
*** 3rd Change ***
[bookmark: _Toc97203176]4.4.28.4	Deletion of an existing individual EAS Deployment Information resource
In order to delete an existing EAS Deployment Information, the AF shall send an HTTP DELETE request message to the NEF for the "Individual EAS Deployment Information" resource. The NEF shall interact with the UDR by invoking the Nudr_DataRepository service as described in 3GPP TS 29.50419 [203] to delete the EAS Deployment Information in the application data in the UDR. 
After receiving a successful response from the UDR, the NEF shall delete the "Individual EAS Deployment Information" resource and shall respond to the AF with an HTTP "204 No Content" response message.
If the NEF receives an error code from the UDR, the NEF shall take proper error handling actions and shall respond to the AF with a proper error status code.
Editor's note:	It is FFS for the interaction between the NEF and UDR.

*** End of Changes ***

