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Table 5.1.6.2.5-1: Definition of type EventNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	event
	NwdafEvent
	M
	1
	Event that is notified.
	

	start
	DateTime
	O
	0..1
	It defines the start time of which the analytics information will become valid. (NOTE 1)
	

	expiry
	DateTime
	O
	0..1
	It defines the expiration time after which the analytics information will become invalid. (NOTE 1)
	

	timeStampGen
	DateTime
	O
	0..1
	It defines the timestamp of analytics generation.
	

	failNotifyCode
	NwdafFailureCode
	C
	0..1
	Identifies the failure reason for the event notification.
It shall only be included if the event notification is failed or the analytics information is not ready. (NOTE 2)
	EneNA

	rvWaitTime
	DurationSecDateTime
	O
	0..1
	UTC time iIndicatesing a recommended time interval (in seconds) which is used to determine the time when analytics information is needed in similar future event subscriptions. It may only be included if the "failNotifyCode" attribute sets to "UNSATISFIED_REQUESTED_ANALYTICS_TIME".
	EneNA

	anaMetaInfo
	AnalyticsMetadataInfo
	C
	0..1
	Contains information about analytics metadata required to aggregate the analytics. It shall be present if the "anaMeta" attribute was included in the subscription, containing the information indicated by the "anaMeta" attribute.
	Aggregation

	nwPerfs
	array(NetworkPerfInfo)
	C
	1..N
	The network performance information.
	NetworkPerformance

	nfLoadLevelInfos
	array(NfLoadLevelInformation)
	C
	1..N
	The NF load level information. When subscribed event is "NF_LOAD", the nfLoadLevelInfos shall be included.
	NfLoad
NfLoadExt

	nsiLoadLevelInfos
	array(NsiLoadLevelInfo)
	C
	1..N
	Each element identifies the load level information for each S-NSSAI and the optionally associated network slice instance.
Shall be included when subscribed event is "NSI_LOAD_LEVEL".
	NsiLoad 


	qosSustainInfos
	array(QosSustainabilityInfo)
	C
	1..N
	The QoS sustainability information.
When subscribed event is “QOS_SUSTAINABILITY”, the qosSustainInfos shall be included.
	QoSSustainability

	sliceLoadLevelInfo
	SliceLoadLevelInformation
	C
	0..1
	The slices and the load level information.
When subscribed event is "SLICE_LOAD_LEVEL", the sliceLoadLevelInfo shall be included.
	

	svcExps
	array(ServiceExperienceInfo)
	C
	1..N
	The service experience information.
When subscribed event is "SERVICE_EXPERIENCE", the svcExps shall be included.
	ServiceExperience

	ueComms
	array(UeCommunication)
	C
	1..N
	The UE communication information.
When subscribed event is "UE_COMM", the ueComms shall be included.
	UeCommunication

	ueMobs
	array(UeMobility)
	C
	1..N
	The UE mobility information.
When subscribed event is "UE_MOBILITY", the ueMobs shall be included.
	UeMobility

	abnorBehavrs
	array(AbnormalBehaviour)
	C
	1..N
	The Abnormal Behaviour information.
When subscribed event is "ABNORMAL_BEHAVIOUR", the abnorBehavrs shall be included.
	AbnormalBehaviour

	userDataCongInfos
	array(UserDataCongestionInfo)
	C
	1..N
	The location and user data congestion information. 
Shall be present if the subscribed event is "USER_DATA_CONGESTION".
	UserDataCongestion

	dnPerfInfos
	array(DnPerfInfo)
	C
	1..N
	The DN performance information.
Shall be present if the subscribed event is "DN_PERFORMANCE".
	DnPerformance

	disperInfos
	array(DispersionInfo)
	C
	1..N
	The Dispersion information.
When subscribed event is "DISPERSION", the "disperInfos" attribute shall be included.
	Dispersion

	redTransInfos
	array(RedundantTransmissionExpInfo)
	C
	1..N
	The redundant transmission experience related information.
When subscribed event is "RED_TRANS_EXP", the "redTransInfos" attribute shall be included.
	RedundantTransmissionExp

	wlanInfos
	array(WlanPerformanceInfo)
	C
	1..N
	The WLAN performance related information.
When subscribed event is "WLAN_PERFORMANCE", the "wlanInfos" attribute shall be included.
	WlanPerformance

	smccExps
	array(SmcceInfo)
	C
	1..N
	The Session Management Congestion Control Experience information.
Shall be present when the requested event is "SM_CONGESTION".
	SMCCE

	NOTE 1:	If the "start" attribute and the "expiry" attribute are both provided, the DateTime of the "expiry" attribute shall not be earlier than the DateTime of the "start" attribute.
NOTE 2:	The values of "UNAVAILABLE_DATA" and "BOTH_STAT_PRED_NOT_ALLOWED" of the NwdafFailureCode data type are not applicable for the "failNotifyCode" attribute.
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This subclause specifies the application data model supported by the API.
Table 5.2.6.1-1 specifies the data types defined for the Nnwdaf_AnalyticsInfo service based interface protocol.
Table 5.2.6.1-1: Nnwdaf_AnalyticsInfo specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AdditionInfoAnalyticsInfoRequest
	5.2.6.2.5
	Contains more details (not only the ProblemDetails) in case an Nnwdaf_AnalyticsInfo request is rejected.
	EneNA

	AdrfDataType
	5.2.6.3.5
	Represents a type of data that is stored in the ADRF.
	EneNA

	AnalyticsData
	5.2.6.2.2
	Describes analytics with parameters indicated in the request.
	

	AnalyticsSubset
	5.1.6.3.18
	Contains information about the analytics subsets provided in the subscription request.
	EneNA

	ContextData
	5.2.6.2.6
	Contains context information related to analytics subscriptions corresponding with one or more context identifiers.
	EneNA

	ContextElement
	5.2.6.2.7
	Contains context information corresponding with a specific context identifier.
	EneNA

	ContextIdList
	5.2.6.2.8
	Contains list of context identifiers of context information of analytics subscriptions.
	EneNA

	ContextType
	5.2.6.3.4
	Identfies the type of analytics context information.
	EneNA

	DnPerfInfo
	5.1.6.2.45
	Represents DN performance information
	DnPerformance

	DnPerformanceReq
	5.1.6.2.66
	Represents the DN performance requirements.
	DnPerformance

	EventFilter
	5.2.6.2.3
	Represents the event filters used to identify the requested analytics.
	

	EventId
	5.2.6.3.3
	Describes the type of analytics.
	

	HistoricalData
	5.2.6.2.9
	Contains historical data related to an analytics subscription.
	EneNA

	ProblemDetailsAnalyticsInfoRequest
	5.2.6.4.1
	Data type that extends ProblemDetails.
	EneNA

	RequestedContext
	5.2.6.2.11
	Contains types of analytics context information.
	EneNA

	SmcceInfo
	5.2.6.2.12
	Represents the analytics of Session Management congestion control experience information.
	SMCCE

	SmcceUeList
	5.2.6.2.13
	Represents the List of UEs classified based on experience level of Session Management congestion control.
	SMCCE

	SpecificAnalyticsSubscription
	5.2.6.2.10
	Represents an existing subscription for a specific type of analytics to a specific NWDAF.
	EneNA

	SpecificDataSubscription
	5.2.6.2.14
	Represents an existing data collection subscription to a specific data source NF.
	EneNA



Table 5.2.6.1-2 specifies data types re-used by the Nnwdaf_AnalyticsInfo service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnwdaf service based interface.
Table 5.2.6.1-2: Nnwdaf_AnalyticsInfo re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AbnormalBehaviour
	5.1.6.2.15
	Represents the abnormal behaviour information.
	AbnormalBehaviour

	AnalyticsContextIdentifier
	5.1.6.2.43
	Contains information about the available analytics contexts.
	EneNA

	AnalyticsMetadataInfo
	5.1.6.2.37
	Contains analytics metadata information required for analytics aggregation.
	Aggregation

	AnySlice
	5.1.6.3.2
	
	

	ApplicationId
	3GPP TS 29.571 [8]
	Identifies the application.
	ServiceExperience 
UeCommunication
AbnormalBehaviour
DnPerformance

	BwRequirement
	5.1.6.2.25
	
	ServiceExperience

	DataNotification
	TS 29.575 [27]
	Describes Notifications about data collection events that occurred.
	EneNA

	DataSubscription
	TS 29.575 [27]
	Represents data subscription from data source (e.g. AMF, SMF, UDM, NEF, AF).
	EneNA

	DateTime
	3GPP TS 29.571 [8]
	Identifies the time.
	

	DispersionRequirement
	5.1.6.2.50
	Dispersion analytics requirement.
	Dispersion

	DispersionInfo
	5.1.6.2.53
	Dispersion analytics information.
	Dispersion

	Dnn
	3GPP TS 29.571 [8]
	Identifies the DNN.
	ServiceExperience 
AbnormalBehaviour
UeCommunication 
SMCCE
DnPerformance

	Dnai
	3GPP TS 29.571 [8]
	Identifies a user plane access to one or more DN(s).
	ServiceExperience
DnPerformance

	DurationSec
	3GPP TS 29.571 [8]
	
	

	EventNotification
	5.1.6.2.5
	Describes Notifications about analytics events that occurred.
	EneNA

	EventReportingRequirement
	5.1.6.2.7
	
	

	ExceptionId
	5.1.6.3.6
	
	AbnormalBehaviour

	ExpectedUeBehaviourData
	3GPP TS 29.503 [23]
	
	AbnormalBehaviour

	ExpectedAnalyticsType
	5.1.6.3.11
	
	AbnormalBehaviour

	NetworkAreaInfo
	3GPP TS 29.554 [18]
	The network area information.
	UeMobility
UeCommunication
NetworkPerformance
QoSSustainability
ServiceExperience
UserDataCongestion
AbnormalBehaviour 
NsiLoadExt
Dispersion
RedundantTransmissionExp
WlanPerformance
DnPerformance

	NetworkPerfInfo
	5.1.6.2.23
	
	NetworkPerformance

	NetworkPerfType
	5.1.6.3.10
	Represents the network performance types.
	NetworkPerformance

	NfLoadLevelInformation
	5.1.6.2.31 
	Represents load level information of a given NF instance. 
	NfLoad

	NfInstanceId
	3GPP TS 29.571 [8]
	Identifies an NF instance
	NfLoad

	NfSetId
	3GPP TS 29.571 [8]
	Identifies an NF Set instance.
	NfLoad

	NFType
	3GPP TS 29.510 [12]
	Indentifies a type of NF.
	NfLoad

	NsiIdInfo
	5.1.6.2.33
	Identify the S-NSSAI and the associated Network Slice Instance(s).
	ServiceExperience
NsiLoad
DnPerformance


	NsiLoadLevelInfo
	5.1.6.2.34
	Represents the load level information for an S-NSSAI and the associated network slice instance.
	NsiLoad


	NwdafEvent
	5.1.6.3.4
	Describes the NWDAF Events.
	EneNA

	NnwdafEventsSubscription
	5.1.6.2.2
	Represents an Individual NWDAF Event Subscription resource.
	EneNA

	ProblemDetails
	3GPP TS 29.571 [8]
	Used in error responses to provide more detailed information about an error.
	

	QosRequirement
	5.1.6.2.20
	
	QoSSustainability

	QosSustainabilityInfo
	5.1.6.2.19
	
	QoSSustainability

	RatFreqInformation
	5.1.6.2.67
	Represents the RAT type and/or Frequency information
	ServiceExperienceExt

	RedundantTransmissionExpInfo
	5.1.6.2.57
	Redundant transmission experience analytics information.
	RedundantTransmissionExp

	RedundantTransmissionExpReq
	5.1.6.2.56
	Redundant transmission experience analytics requirement.
	RedundantTransmissionExp

	SamplingRatio
	3GPP TS 29.571 [8]
	
	

	ServiceExperienceInfo
	5.1.6.2.24
	
	ServiceExperience

	Supi
	3GPP TS 29.571 [8]
	Identifies the UE.
	ServiceExperience,
NfLoad
NetworkPerformance
UserDataCongestion
UeMobility
UeCommunication
AbnormalBehaviour 
SMCCE
Dispersion
RedundantTransmissionExp
WlanPerformance

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of the optional features defined in table 5.2.8-1.
	

	Snssai
	3GPP TS 29.571 [8]
	
	

	SliceLoadLevelInformation
	5.1.6.2.6
	
	

	TargetUeInformation
	5.1.6.2.8
	Identifies the target UE information.
	ServiceExperience
NfLoad
NetworkPerformance
UserDataCongestion
UeMobility
UeCommunication
AbnormalBehaviour
QoSSustainability
Dispersion
RedundantTransmissionExp
WlanPerformance
SMCCE
DnPerformance

	UeCommunication
	5.1.6.2.13
	
	UeCommunication

	UeMobility
	5.1.6.2.10
	
	UeMobility

	Uinteger
	3GPP TS 29.571 [8]
	Unsigned Integer, i.e. only value 0 and integers above 0 are permissible.
	

	UserDataCongestionInfo
	5.1.6.2.17
	
	UserDataCongestion

	WlanPerformanceInfo
	5.1.6.2.60
	WLAN performance analytics information.
	WlanPerformance

	WlanPerformanceReq
	5.1.6.2.59
	WLAN performance analytics requirement.
	WlanPerformance
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Table 5.2.6.2.5-1: Definition of type AdditionInfoAnalyticsInfoRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	rvWaitTime
	DurationSecDateTime
	O
	0..1
	Recommended minimum time interval (in seconds) to be used to determine the time when analytics information is needed in similar future requests.
It may only be included if the "cause" attribute within the ProblemDetails data type is set to "UNSATISFIED_REQUESTED_ANALYTICS_TIME".
	



*** End of Changes ***
