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4.3.2.3.2
Notification about the subscribed data or analytics

Figure 4.3.2.3.2-1 shows a scenario where the MFAF sends a request to the NF service consumer to notify it about data or analytics or fetch instructions.

The subscription corresponding to the notification is created by the service consumer via Nmfaf_3daDataManagement Service.
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Figure 4.3.2.3.2-1: MFAF notifies the NF service consumer about subscribed data or analytics or fetch instructions

The MFAF shall invoke the Nmfaf_3caDataManagement_Notify service operation to notify about subscribed data or analytics, or notification about the availability of data or analytics. The MFAF shall send an HTTP POST request to the "{notificationURI}" received in the subscription (see clause 5.2.5 for the definition of this notificationURI), as shown in figure 4.3.2.3.2-1, step 1. The NmfafDataRetrievalNotification data structure provided in the request body shall include:

-
notification correlation Id within the "correId" attribute;

and shall include at least one of the following:

-
fetch instructions indicate whether the data or analytics are to be fetched by the Consumer in the "fetchInstruction" attribute; and
-
information about the MFAF data or analytics in the "dataAnaNotifs" attribute, which contains one of the following:

-
information about network data analytics function events that occurred in the "anaNotifications" attribute;
-
data collected from data sources (e.g. SMF, NEF) in the "dataNotif" attribute.





Upon the reception of an HTTP POST request with "{notificationURI}" as Resource URI and NmfafDataRetrievalNotification data structure as request body, if the NF service consumer successfully processed and accepted the received HTTP POST request, the NF Service Consumer shall: 

-
store the notification;

-
respond with HTTP "204 No Content" status code.

If errors occur when processing the HTTP POST request, the NF service consumer shall send an HTTP error response as specified in clause 5.2.7.

If the NF service consumer determines the received HTTP POST request needs to be redirected, the NF service consumer shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].

	Next change


5.2.6.1
General

This clause specifies the application data model supported by the API.

Table 5.2.6.1-1 specifies the data types defined for the NMFAF service based interface protocol.

Table 5.2.6.1-1: NMFAF specific Data Types

	Data type
	Clause defined
	Description
	Applicability

	FetchInstruction
	5.2.6.2.3
	The fetch instruction indicates whether the data or analytics are to be fetched by the Consumer.
	

	NmfafDataAnaNotification
	5.2.6.2.4
	MFAF data or analytics.
	

	NmfafDataRetrievalNotification
	5.2.6.2.2
	The data or analytics or notification of availability of data or analytics to notification endpoints.
	


Table 5.2.6.1-2 specifies data types re-used by the NMFAF service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the NMFAF service based interface.

Table 5.2.6.1-2: NMFAF re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	NnwdafEventsSubscriptionNotification
	3GPP TS 29.520 [20]
	Represents an NWDAF analytics subscription notification.
	

	
	
	
	

	Uri
	3GPP TS 29.571 [22]
	URI.
	


	End of changes
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