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	Reason for change:
	As defined in clause 4.15.9.4 of TS 23.502, if the PCF receives multiple time synchronization error budgets for a given UE, then the PCF picks the most stringent budget.

	
	

	Summary of change:
	Specify that if the PCF receives multiple time synchronization error budgets for a given UE, then the PCF shall encode the most stringent error budget within the "uuErrorBudget" attribute.
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* * * * Start of Changes * * * *
[bookmark: _Toc97206494]4.2.2.3.6	5G access stratum time distribution
If the feature "5GAccessStratumTime" is supported and the PCF receives the policy data related to time synchronization from the TSCTSF as defined in 3GPP TS 29.534 [31], the 5G access stratum time distribution parameters are encoded using the "asTimeDisParam" attribute of the "AsTimeDistributionParam" data type, which consists of:
· an indication of whether the 5G access stratum time distribution is enabled encoded in the "asTimeDistInd" attribute if applicable; and
· the Uu Time synchronization error budget encoded in the "uuErrorBudget" attribute if applicable.
If the PCF receives multiple time synchronization error budgets for a given UE, the PCF shall encode the most stringent error budget within the "uuErrorBudget" attribute.
To remove the 5G access stratum time distribution parameters the PCF shall provide the "asTimeDisParam" attribute set to NULL.
* * * * End of change * * * *

