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	Reason for change:
	According to TS 23.287, quoted from clause 5.4.1.1.3:
"In addition, the V2X layer also provides the communication mode (e.g. broadcast, groupcast, unicast) and radio frequencies to the AS layer for the PC5 operation. The radio frequencies are determined based on the V2X service type. The V2X layer ensures that V2X service types associated with different radio frequencies are classified into distinct PC5 QoS Flows."
Based above, the V2X layers provide V2X frequencies associated with the V2X service identifier to lower layers when the V2X service is for unicast communication mode, broadcast communication mode or groupcast communication mode.
However, this operation is not specified in the procedure of unicast communication mode over NR based PC5 in this specification.

	
	

	Summary of change:
	Specify the UE shall also pass the one or more V2X frequencies associated with the V2X service identifier and the communication mode which is set to unicast mode for the V2X service identifier to the lower layers, if:
a)	the UE is configured with V2X service identifier to V2X frequency mapping rules for V2X communication over PC5 as specified in clause 5.2.3; and
b)	there is one or more V2X frequencies associated with the V2X service identifier in the current geographical area.

Backward compatibility analysis:
The change is backward compatible since it just aligns with stage 2 requirement.

	
	

	Consequences if not approved:
	Incomplete specification for UE operation of unicast mode communication over NR based PC5.
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* * * First Change * * * *
[bookmark: _Toc51951202][bookmark: _Toc45882652][bookmark: _Toc75439104][bookmark: _Toc45282266][bookmark: _Toc99178614]6.1.2.12	PC5 QoS flow establishment over PC5 unicast link
In order to establish a PC5 QoS flow establishment over PC5 unicast link, the UE shall derive the PC5 QoS parameters based on the V2X application requirements provided by the upper layers (if available) and the V2X service identifier (e.g. PSID or ITS-AID) according to the PC5 QoS mapping rules defined in clause 5.2.3. The UE shall create the PC5 QoS flow(s) based on the derived PC5 QoS parameters. For each PC5 QoS flow to be created, the UE shall perform the following operations:
a)	self-assign a PQFI;
b)	create a PC5 QoS flow context, which contains:
1)	the PQFI;
2)	the V2X service identifier(s); and
3)	the derived PC5 QoS parameters;
c)	create a new PC5 QoS rule which contains:
1)	a PC5 QoS rule identifier;
2)	the PQFI;
3)	a set of packet filters; and
4)	a precedence value; and
d)	pass the following parameters to the lower layers:
1)	the PQFI;
2)	the PC5 QoS parameters;
3)	the PC5 link identifier; and
4)	optionally, the source and destination layer-2 IDs.
Two types of packet filters are supported for V2X communication over PC5, i.e. the IP packet filter set and the V2X packet filter set. A PC5 QoS Rule contains either the IP packet filter set or the V2X packet filter set.
The IP packet filter set is defined as content of the packet filter contents field specified in 3GPP TS 24.501 [6] figure 9.11.4.13.4 and table 9.11.4.13.1.
The V2X packet filter set shall support packet filters based on at least any combination of:
a)	V2X Service identifiertype (e.g. PSID or ITS-AID);
b)	the source layer-2 ID and the destination layer-2 ID; and
c)	application layer ID (e.g. Station ID).
The UE shall also pass the one or more V2X frequencies associated with the V2X service identifier and the communication mode which is set to unicast mode for the V2X service identifier to the lower layers, if:
a)	the UE is configured with V2X service identifier to V2X frequency mapping rules for V2X communication over PC5 as specified in clause 5.2.3; and
b)	there is one or more V2X frequencies associated with the V2X service identifier in the current geographical area.
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