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	Reason for change:
	As specified, the UE in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE and 5GMM-REGISTERED.UPDATE-NEEDED shall also do the perform a de-registration procedure if the condition of eCall inactivity procedure is met. See below:
The eCall inactivity procedure is performed only in 3GPP access and applicable only to a UE configured for eCall only mode as specified in 3GPP TS 31.102 [22]. The procedure shall be started when:
a)	the UE is in any 5GMM-REGISTERED substate except substates 5GMM-REGISTERED.PLMN-SEARCH or 5GMM-REGISTERED.NO-CELL-AVAILABLE;
The UE shall then perform the following actions:
a)	stop other running timers (e.g. T3511, T3512);
b)	if the UE is currently registered to the network for 5GS services, perform a de-registration procedure;
Above cases are not reflected from the current spec. The current spec is: the UE in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE shall only do mobility and periodic registration update; and the UE in 5GMM-REGISTERED.UPDATE-NEEDED shall only do mobility and periodic registration update or service request procedure. Hence, better to improve the spec to cover the mentioned cases.

	
	

	Summary of change:
	It is proposed: the UE in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE and 5GMM-REGISTERED.UPDATE-NEEDED can do de-registration procedure.

	
	

	Consequences if not approved:
	Above cases are not reflected from the current spec.
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*****First change *****
[bookmark: _Toc20232509][bookmark: _Toc27746599][bookmark: _Toc36212780][bookmark: _Toc36656957][bookmark: _Toc45286618][bookmark: _Toc51947885][bookmark: _Toc51948977][bookmark: _Toc98753299]5.1.3.2.1.4.4	5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE
The substate 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE is chosen by the UE if the registration procedure for mobility and periodic registration update failed due to a missing response from the network, or due to the circumstances described in subclauses 5.3.9, 5.5.1.3.5 and 5.5.1.3.7. No 5GMM procedure except registration procedure for mobility and periodic registration update (i.e. the 5GS registration type IE set to "mobility registration updating" or "periodic registration updating" in the REGISTRATION REQUEST message) and deregistration procedure, shall be initiated by the UE in this substate. No data shall be sent or received.
NOTE 1:	The registration procedure for mobility and periodic registration update over non-3GPP access can be triggered by, e.g. the change of S1 UE network capability or renegotiating some parameters.
NOTE 2:	This substate is entered irrespective whether the UE is is camped on a cell which is in the registered PLMN or a PLMN from the list of equivalent PLMNs and whose TAI is not in the list of "allowed tracking areas" or is camped on a cell whose TAI is in the list of "non-allowed tracking areas".
***** End of changes *****
*****Next change *****
[bookmark: _Toc20232513][bookmark: _Toc27746603][bookmark: _Toc36212784][bookmark: _Toc36656961][bookmark: _Toc45286622][bookmark: _Toc51947889][bookmark: _Toc51948981][bookmark: _Toc98753303]5.1.3.2.1.4.8	5GMM-REGISTERED.UPDATE-NEEDED
This state can be entered if the UE has to perform a registration procedure for mobility and periodic registration update but:
a)	the access is barred due to unified access control when in 3GPP access;
b)	the network rejects the N1 NAS signalling connection establishment when in 3GPP access or in non-3GPP access; or
c)	the UE in 5GMM-CONNECTED mode with RRC inactive indication receives an indication from the lower layers that the resumption of the RRC connection has failed and for access is barred for all categories except categories '0' and '2' as specified in subclause 5.3.1.4.
No 5GMM procedure except:
a)	registration procedure for mobility and periodic registration update; and
b)	service request procedure as a response to paging or notification; and
c)	deregistration procedure
shall be initiated by the UE in this substate.
NOTE:	This substate is entered irrespective whether the UE is is camped on a cell which is in the registered PLMN or a PLMN from the list of equivalent PLMNs and whose TAI is not in the list of "allowed tracking areas" or is camped on a cell whose TAI is in the list of "non-allowed tracking areas".
***** End of changes *****

