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	24.501
	4259
	1
	Rel-17
	Correction of duplicated info in the Generic UE Configuration Update procedure
	F
	17.6.1
	CT1#136-e
	C1-223961
	Apple Italia S.R.L.
	5GProtoc17
	
	

	24.501
	4269
	-
	Rel-17
	Skipping access control checking for NAS signalling connection recovery after IRAT change from LTE to NR
	F
	17.6.1
	CT1#136-e
	C1-223436
	Apple (UK) Limited
	5GProtoc17
	
	

	24.501
	4280
	-
	Rel-17
	Correction on UE 5GMM state for 5GMM cause #76
	F
	17.6.1
	CT1#136-e
	C1-223488
	Huawei, HiSilicon/Lin
	Vertical_LAN, 5GProtoc17
	
	

	24.501
	4281
	-
	Rel-17
	Correction on AMF handling on PDU session release
	F
	17.6.1
	CT1#136-e
	C1-223489
	Huawei, HiSilicon/Lin
	5GProtoc17
	
	

	24.501
	4282
	-
	Rel-17
	Correction on RRC resume indication at AMF
	F
	17.6.1
	CT1#136-e
	C1-223490
	Huawei, HiSilicon/Lin
	5GProtoc17
	
	

	24.501
	4289
	-
	Rel-17
	Correction to PDU session type
	F
	17.6.1
	CT1#136-e
	C1-223503
	Ericsson / Yumei
	5GProtoc17
	
	

	24.501
	4299
	-
	Rel-17
	Taking into account information from the NG-RAN when determining the Paging subgroup ID
	F
	17.6.1
	CT1#136-e
	C1-223532
	Qualcomm Incorporated / Lena
	NR_UE_pow_sav_enh, 5GProtoc17
	
	

	24.501
	4301
	1
	Rel-17
	Conditions for an inactive UE to request the lower layers to transition to the connected mode
	F
	17.6.1
	CT1#136-e
	C1-223962
	Nokia, Nokia Shanghai Bell, Samsung
	5GProtoc17
	
	

	24.501
	4311
	-
	Rel-17
	Condition of including new configured NSSAI in Registration Accept message
	F
	17.6.1
	CT1#136-e
	C1-223563
	ZTE / Hannah
	5GProtoc17
	
	

	24.501
	4312
	-
	Rel-17
	Simplify enumeration of all kinds of rejected NSSAI
	F
	17.6.1
	CT1#136-e
	C1-223564
	ZTE / Hannah
	5GProtoc17
	
	

	24.501
	4325
	-
	Rel-17
	Deleting the obsolete description of C1-211443
	F
	17.6.1
	CT1#136-e
	C1-223601
	OPPO / Rae
	5GProtoc17
	
	

	24.501
	4330
	-
	Rel-17
	Correction on 5GMM Deregistration state for cause value #62 and #79
	F
	17.6.1
	CT1#136-e
	C1-223620
	Huawei, HiSilicon / Leah
	5GProtoc17
	
	

	24.501
	4338
	-
	Rel-17
	Correction on Extended rejected NSSAI IE
	F
	17.6.1
	CT1#136-e
	C1-223628
	Huawei, HiSilicon / Leah
	5GProtoc17
	
	

	24.501
	4341
	-
	Rel-17
	Coordination between 5GMM and EMM state
	F
	17.6.1
	CT1#136-e
	C1-223632
	Huawei, HiSilicon / Leah
	5GProtoc17
	
	

	24.501
	4343
	-
	Rel-17
	Perform deregistration procedure in 5GMM- REGISTERED state
	F
	17.6.1
	CT1#136-e
	C1-223634
	Huawei, HiSilicon / Leah
	5GProtoc17
	
	

	24.501
	4352
	-
	Rel-17
	Clarification on CPSR procedure and minor correction
	F
	17.6.1
	CT1#136-e
	C1-223656
	vivo
	5GProtoc17
	
	

	24.501
	4353
	-
	Rel-17
	Correction on session-AMBR during the PDU session establishment
	F
	17.6.1
	CT1#136-e
	C1-223657
	vivo
	5GProtoc17
	
	

	24.501
	4356
	-
	Rel-17
	Storing Allowed NSSAIs for EPLMNs during registration
	F
	17.6.1
	CT1#136-e
	C1-223662
	Apple
	5GProtoc17
	
	

	24.501
	4371
	-
	Rel-17
	Wording correction for the UE policy classmark
	D
	17.6.1
	CT1#136-e
	C1-223739
	vivo
	5GProtoc17
	
	

	24.501
	4377
	-
	Rel-17
	N1 NAS signalling Connection maintenance for abnormal cases and PLMN selection
	F
	17.6.1
	CT1#136-e
	C1-223751
	MediaTek Inc. / Tony
	5GProtoc17
	
	

	24.501
	4378
	-
	Rel-17
	Start T3540 when non-switch-off de-registration procedure complete
	F
	17.6.1
	CT1#136-e
	C1-223752
	MediaTek Inc. / Tony
	5GProtoc17
	
	

	24.501
	4379
	-
	Rel-17
	Clarification for Semantic error in the mapped EPS bearer
	F
	17.6.1
	CT1#136-e
	C1-223753
	MediaTek Inc. / Tony
	5GProtoc17
	
	

	24.501
	4390
	-
	Rel-17
	Clarification of UE initiated PDU procedure and NAS signalling connection release
	F
	17.6.1
	CT1#136-e
	C1-223775
	MediaTek Inc.  / Carlson
	5GProtoc17
	
	

	24.526
	0146
	-
	Rel-17
	Correction of the octet number in home ePDG identifier entry figure
	D
	17.6.0
	CT1#136-e
	C1-223585
	ZTE / Joy
	5GProtoc17-non3GPP
	
	

	24.526
	0147
	-
	Rel-17
	Destination MAC address range type
	F
	17.6.0
	CT1#136-e
	C1-223638
	Huawei, HiSilicon / Leah
	5GProtoc17
	
	

	27.007
	0778
	-
	Rel-17
	Correction on AT command+C5GPDUAUTHS
	F
	17.5.0
	CT1#136-e
	C1-223631
	Huawei, HiSilicon / Leah
	5GProtoc17
	
	


