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* * * First Change * * * *

6.2.5.1.3	SGM client CoAP procedure
Upon receiving a request from the VAL user to update a group document, the SGM-C shall send a CoAP PUT request to the SGM-S. In the CoAP PUT request, the SGM-C:
a)	shall set the CoAP URI identifying the individual VAL group document to be updated according to the resource definition in annex C.2.1.2.3.2:
1)	the "apiRoot" is set to the SGM-S URI; and
2)	the "groupDocId" to point to the VAL group document;
b)	shall include Content-Format option set to "application/vnd.3gpp.seal-group-doc+cbor";
c)	shall include "VALGroupDocument" object in the payload:
1)	shall set "valGroupId" attribute to the same VAL group identity as in the group document to be updated;
2)	may include "groupName" attribute containing a human readable name of the VAL group;
3)	may include "grpDesc" attribute containing a human readable description of the VAL group;
4)	if the VAL user has requested to include a list of users who are to be members of the group, shall include "memberDetails" object, and for each member:
i)	shall set "memberId" attribute to the VAL user ID or VAL UE ID; 
ii)	if the VAL user has requested this member to be an administrator of the group, shall set "membershipType" attribute to "ADMINISTRATOR";
iii)	if the VAL user has requested this member to be required to give user consent to be a member of the group, shall set "membershipType" attribute to "EXPLICIT";
iv)	if the VAL user has requested this member to not be required to give user consent to be a member of the group, shall set "membershipType" attribute to "IMPLICIT";
5)	shall include "category" attribute indicating the category of the group
6)	shall include one or more VAL service IDs in "valServiceIds" attribute indicating a list of VAL services supported by the group;
7)	if the request is to configure VAL group request, shall include one or more geographical area identifiers in "geoIds" attribute, each identifier indicating the geographical area to be addressed by the group;
8)	may include "priority" attribute set to the priority as specified by VAL user;
9)	may include "extGrpId" attribute identifying the member UEs of the VAL group at the 3GPP core network;
10)	may include "com5GLanType" attribute set to the 5GLAN communication type if requested by the VAL user; 
11)	may include "valGrpConf" attribute set to VAL specific configuration data if provided by the VAL user; and
d)	shall send the request protected with the relevant ACE profile (OSCORE profile or DTLS profile) as described in 3GPP TS 24.547 [5].
Editor's note:	this procedure is FFS.
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* * * Next Change * * * *

6.2.5.1.4	SGM server CoAP procedure
Upon reception of an CoAP PUT request where the CoAP URI of the request identifies an Individual VAL Group Document resource as described in annex C.2.1.2.3.2, the SGM-S:
a)	shall determine the identity of the sender of the received CoAP PUT request as specified in clause 6.2.1.3, and:
1)	if the identity of the sender of the received CoAP PUT request is not authorized to update the requested VAL group document, shall respond with a CoAP 4.03 (Forbidden) response to the CoAP PUT request and skip rest of the steps;
b)	shall support handling an CoAP PUT request from a SGM-C according to procedures specified in IETF RFC 7252  [12]; and
c)	shall update the VAL group document pointed according to the "VALGroupDocument" received in the request, and:
1)	for each new member in the group shall create a new individual group member resource; and
2)	for each member removed from the group shall delete the corresponding individual group member resource.
Upon successful modification of the group, the SGM-S shall notify all group members about the group modification by following the procedure specified in clause 6.2.8.2.3.2. 
Editor's note:	this procedure is FFS.
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* * * End of Changes * * * *
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