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* * * * Start of changes * * * *
[bookmark: _Toc104479303][bookmark: _Toc104479304]5.26	MBSUserService API
* * * * Next changes * * * *
[bookmark: _Toc104479350]5.26.1	Introduction
The Nnef_MBSUserService service shall use the MBSUserService API.
The API URI of MBSUserService API shall be:
{apiRoot}/3gpp-mbs-us/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-mbs-us".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root URI.
* * * * Next changes * * * *
[bookmark: _Toc104479351]5.26.6	Used Features
The table below defines the features applicable to the MBSUserService API. Those features are negotiated as described in clause 5.2.7 of 3GPP TS 29.122 [4].
Table 5.26.6-1: Features used by MBSUserService API
	Feature number
	Feature Name
	Description

	1
	Notification_websocket
	The delivery of notifications over Websocket is supported as described in 3GPP TS 29.122 [4]. This feature requires that the Notification_test_event feature is also supported.

	2
	Notification_test_event
	The testing of notification connection is supported as described in 3GPP TS 29.122 [4].



* * * * Next changes * * * *
5.26.7	Error handling
[bookmark: _Toc104479352]5.26.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.6 of 3GPP TS 29.122 [4].
In addition, the requirements in the following clauses shall apply.
[bookmark: _Toc104479353]5.26.7.2	Protocol Errors
In this Release of the specification, there are no additional protocol errors applicable for the MBSUserService API.
[bookmark: _Toc104479354]5.26.7.3	Application Errors
The application errors defined for the MBSUserService API are listed in table 5.26.7.3-1. 
Table 5.26.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	



* * * * End of changes * * * *
