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* * * * Start of changes * * * *
[bookmark: _Toc81558630][bookmark: _Toc85877106][bookmark: _Toc104479340]5.20.5.1	General
This clause specifies the application data model supported by the MBSSession API. Table 5.20.5.1-1 specifies the data types defined for the MBSSession API.
Table 5.20.5.1-1: MBSSession specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	MbsPpData
	5.20.5.2.6
	Represents MBS Parameters Provisioning data.
	

	MbsPpDataPatch
	5.20.5.2.8
	Represents the requested modification to existing MBS Parameters Provisioning data.
	

	MbsSessAuthData
	5.20.5.2.7
	Represents the MBS Session Authorization data.
	

	MbsSessionCreateReq
	5.20.5.2.2
	Represents the full set of parameters to initiate a TMGI(s) allocation request or the refresh of the expiry time of already allocated TMGI(s).
	

	MbsSessionCreateResp
	5.20.5.2.3
	Represents TMGI(s) allocation information or the refreshed expiry time for already allocated TMGI(s).
	

	MbsSessionSubsc
	5.20.5.2.4
	Represents an MBS Session Subscription.
	

	MbsSessionStatusNotif
	5.20.5.2.5
	Represents an MBS Session Status notification.
	



Table 5.20.5.1-2 specifies data types re-used by the MBSSession API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the MBSSession API.
Table 5.20.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	5MbsAuthorizationInfo
	3GPP TS 29.503 [17]
	Contains the MBS Session authorization information.
	

	DateTime
	3GPP TS 29.122 [4]
	Date and time
	

	ExternalGroupId
	3GPP TS 29.122 [4]
	Represents the External Group Identifier for a user group.
	

	Gpsi
	3GPP TS 29.571 [8]
	Represents a GPSI.
	

	MbsSession
	3GPP TS 29.571 [8]
	MBS session
	

	MbsSessionId
	3GPP TS 29.571 [8]
	Represents the identifier of an MBS Session.
	

	PatchItem
	3GPP TS 29.571 [8]
	Represents the requested modifications to a resource via the PATCH method.
	

	MbsSessionEventReportList
	3GPP TS 29.571 [8]
	MBS Session Event Report List
	

	MbsSessionSubscription
	3GPP TS 29.571 [8]
	MBS Session Subscription
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Represents the list of supported features.
	

	Tmgi
	3GPP TS 29.571 [8]
	TMGI
	

	TunnelAddress
	3GPP TS 29.571 [8]
	Tunnel Address (UDP/IP)
	

	Uri
	3GPP TS 29.122 [4]
	URI
	



[bookmark: _Toc81558631][bookmark: _Toc85877107][bookmark: _Toc104479341]* * * * Next changes * * * *
5.20.5.2.6	Type: MbsPpData
Table 5.20.5.2.6-1: Definition of type MbsPpData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afId
	string
	M
	1
	Contains the identifier of the AF that is sending the request.
	

	mbsSessAuthData
	MbsSessAuthData
	C
	0..1
	Contains the MBS Session Authorization data that the AF requests to provision.

This attribute shall be present when the AF request to provision MBS Session Authorization data.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 5.20.6.

This attribute shall be provided when feature negocation needs to take place.
	



* * * * Next changes * * * *
5.20.5.2.7	Type: MbsSessAuthData
Table 5.20.5.2.7-1: Definition of type MbsSessAuthData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	extGroupId
	ExternalGroupId
	M
	1
	Represents the external group identifier of the targeted multicast MBS Group.
	

	gpsisList
	map(Gpsi)
	C
	1..N
	Represents the list of the GPSI(s) of the member UE(s) constituting the multicast MBS group.

Any value of type string can be used as a key of the map.

This attribute shall be present only if the multicast MBS group has not yet been created or the list of its member(s) needs to be updated.
	

	mbsSessionIdList
	5MbsAuthorizationInfo
	M
	0..1
	Contains the identifier(s) of the multicast MBS Session(s) that the multicast MBS group is authorized to join.
	



[bookmark: _Toc104479354]* * * * Next changes * * * *
5.20.5.2.8	Type: MbsPpDataPatch
Table 5.20.5.2.8-1: Definition of type MbsPpDataPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsSessAuthData
	MbsSessAuthData
	O
	0..1
	Contains the modified MBS Session Authorization data that the AF requests to provision.
	

	suppFeat
	SupportedFeatures
	O
	0..1
	Contains the modified list of supported features among the ones defined in clause 5.20.6.
	



* * * * End of changes * * * *
