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* * * First Change * * * *
[bookmark: _Toc73459333][bookmark: _Toc73459456][bookmark: _Toc74742993][bookmark: _Toc105574904]4.2.4.7	UE policy provisioning for AF-influenced URSP
If the "AfGuideURSP" feature is supported by the Nudr_DataRepository service, after the UE policy association establishment, the (H-)PCF may be informed that service specific parameter information that contains data for AF guidance on the URSP determination has been created, modified or removed via a notification by the UDR for the change or removal of UE's Application Data as defined in clause 6.3.4 of 3GPP TS 29.519 [17]. In this case, the H-PCF may derive new URSP(s)UE Policy(ies), modify existing URSP(s)UE Policy(ies) or remove existing URSP(s)UE Policy(ies) by using the information received from the UDR (see clause 4.2.2.2.1.1 and 4.2.2.2.3 for the description of how the (H-)PCF may use this information, stored UPSC(s), policy subscription information and local operator policy to determine the URSP that will be provisioned to the UE), and it shall:
-	for the roaming case, provision the derived new UE Policy Sections, and/or update and/or remove existing UE Policy(ies) or remove existing UE Policy(ies)UE Policy Sections to the V-PCF as defined in clause 4.2.4.2 and then the V-PCF shall invoke the Namf_Communication_N1N2MessageTransfer service operation to provision the received UE Policy Sections it to the UE; or
-	for the non-roaming case, use the Namf_Communication Service defined in 3GPP TS 29.518 [14] to convey the derived new UE Policy Sections and/or to update and/or remove existing UE Policy(ies) or to remove existing UE Policy(ies)UE Policy Sections to the UE via the AMF by withinsending "MANAGE UE POLICY COMMAND" message(s).
When the (H-)PCF receives the "MANAGE UE POLICY COMPLETE" or the "MANAGE UE POLICY COMMAND REJECT" message and determines that this message indicates a UE Policy Delivery outcome to which an NF service consumer has subscribed via a request for service specific parameters, the (H-)PCF shall invoke the Npcf_EventExposure_Notify service operation as defined in clause 4.2.4.2 of 3GPP TS 29.523 [30].
* * * End of Changes * * * *

