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Additional discussion(if needed):
Proposed changes:
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5.28.5	Data Model
[bookmark: _Toc81558630][bookmark: _Toc85877106][bookmark: _Toc104479340]5.28.5.1	General
This clause specifies the application data model supported by the MSEventExposure API. Table 5.28.5.1-1 specifies the data types defined for the MSEventExposure API.
Table 5.28.5.1-1: MSEventExposure specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	
	
	
	



Table 5.28.5.1-2 specifies data types re-used by the MSEventExposure API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the MSEventExposure API.
Table 5.28.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AfEventExposureNotif
	3GPP TS 29.517 [58]
	Represents a Media Streaming event notification.
	

	AfEventExposureSubsc
	3GPP TS 29.517 [58]
	Represents a Media Streaming event exposure subscription. Only applicable to the UE application events exposed via Data Collection AF as defined in clause 4.1.1 of 3GPP TS 29.517 [58].
	



[bookmark: _Toc81558631][bookmark: _Toc85877107][bookmark: _Toc104479341]5.28.5.2	Structured data types
[bookmark: _Toc81558632][bookmark: _Toc85877108][bookmark: _Toc104479342]5.28.5.2.1	Introduction
This clause defines the structures to be used in resource representations.
There are no structured data types defined for this API in this release of the specification.
[bookmark: _Toc104479347]5.28.5.3	Simple data types and enumerations
[bookmark: _Toc104479348]5.28.5.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc104479349]5.28.5.3.2	Simple data types 
The simple data types defined in table 5.28.5.3.2-1 shall be supported.
Table 5.28.5.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability
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