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*** First Change ***
[bookmark: _Toc28012798][bookmark: _Toc34266268][bookmark: _Toc36102439][bookmark: _Toc43563481][bookmark: _Toc45134024][bookmark: _Toc50031954][bookmark: _Toc51762874][bookmark: _Toc56640941][bookmark: _Toc59017909][bookmark: _Toc66231777][bookmark: _Toc68168938][bookmark: _Toc95152560][bookmark: _Toc95837602][bookmark: _Toc96002764][bookmark: _Toc96069405][bookmark: _Toc96078289][bookmark: _Toc104479435][bookmark: _Toc28013461][bookmark: _Toc36040217][bookmark: _Toc44692834][bookmark: _Toc45134295][bookmark: _Toc49607359][bookmark: _Toc51763331][bookmark: _Toc58850229][bookmark: _Toc59018609][bookmark: _Toc68169615][bookmark: _Toc104478829][bookmark: _Toc28011553][bookmark: _Toc34210669][bookmark: _Toc36037694][bookmark: _Toc39063128][bookmark: _Toc43298186][bookmark: _Toc45132963][bookmark: _Toc49935430][bookmark: _Toc50023776][bookmark: _Toc51761266][bookmark: _Toc56672196][bookmark: _Toc66277754][bookmark: _Toc104370266]5.23.2.2.3.1	POST
This method enables an AF to request the creation of a Data Reporting Session resource at the NEF.
This method shall support the URI query parameters specified in table 5.23.2.2.3.1-1.
Table 5.23.2.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	N/A
	
	
	
	
	



This method shall support the request data structures specified in table 5.23.2.2.3.1-2 and the response data structures and response codes specified in table 5.23.2.2.3.1-4.
Table 5.23.2.2.3.1-2: Data structures supported by the POST request body on this resource
	Data type
	P
	Cardinality
	Description

	DataReportingSession (NOTE)
	M
	1
	Representation of the Data Reporting Session to be created in the NEF.

	NOTE: 	The “sessionId” attribute of the DataReportingSession data type shall not be provided as it is not applicable.



Table 5.23.2.2.3.1-3: Data structures supported by the POST response body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	DataReportingSession
(NOTE 2)
	M
	1
	201 Created
	Successful case. A representation of the created Individual Data Reporting Session resource is returned.

The URI of the created resource shall be returned in an HTTP "Location" header.

	NOTE 1:	The mandatory HTTP error status codes for the POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.
NOTE 2: 	The “sessionId” attribute of the DataReportingSession data type shall not be provided as it is not applicable.



Table 5.23.2.2.3.1-4: Headers supported by the 201 (Created) response code on this resource 
	HTTP response header
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	The URI of the newly created resource, according to the structure: {apiRoot}/3gpp-data-reporting/v1/sessions/{sessionId}



Table 5.23.2.2.3.1-5: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative target URI located in an alternative NEF.



Table 5.23.2.2.3.1-6: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative target URI of the resource located in an alternative NEF.



*** End of Changes ***
