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	Reason for change:
	USS UAV Authorization/Authentication (UUAA) procedure can be triggered during Attach or UE requested PDN connectivity procedure, i.e. it is not limited to the PDN connection establishment at attach for EPS.

According to TS 23.256 § 4.4.2    USS Discovery
“..
In order to enable the interaction between the 3GPP network and the USS serving a UAS, the 3GPP network needs to discover the correct USS serving a specific UAV. This is required either during 5GS registration (when the UUAA is performed during 5GS registration), or during PDU session/PDN connection establishment.
..
”
According to TS 24.301 § 6.3.13.2 Authentication and authorization of UAV
“..
The UE supporting UAS services may request a PDN connection for USS communication during attach and UE-requested PDN connectivity procedures (see clause 5.5.1 and 6.5.1). In the request of the PDN connection for USS communication, the UE provides CAA-level UAV ID to the network via the protocol configuration options and the network may decide to perform UUAA-SM procedure.
..
“

	
	

	Summary of change:
	Update the triggers of Update Bearer Request 

	
	

	Consequences if not approved:
	USS UAV Authorization/Authentication (UUAA) procedure cannot be triggered during UE requested PDN connectivity procedure after attach.
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* * * First Change * * * *
[bookmark: _Toc19777518][bookmark: _Toc27740815][bookmark: _Toc36054194][bookmark: _Toc44874070][bookmark: _Toc51863048][bookmark: _Toc57980477][bookmark: _Toc114569858]7.2.15	Update Bearer Request
The direction of this message shall be from PGW to SGW and/or from SGW to MME/S4-SGSN, and/or from PGW to TWAN/ePDG (see Table 6.1-1).
For GTP based S5/S8, the Update Bearer Request shall be sent by the PGW to the SGW and forwarded to the MME as part of the following procedures:
-	PGW Initiated Bearer Modification with Bearer QoS Update
-	HSS Initiated Subscribed QoS Modification
-	PGW Initiated Bearer Modification without Bearer QoS Update
-	UE Request Bearer Resource Modification procedure (see 3GPP TS 24.301 [23])
-	UE requested bearer resource allocation procedure (see 3GPP TS 24.301 [23])
-	P-CSCF restoration for 3GPP access (see 3GPP TS 23.380 [61])
-	USS UAV Authorization/Authentication (UUAA) procedure during default PDN connection at Attach or UE-requested PDN connectivity procedures (see 3GPP TS 23.256 [90])
-	USS initiated UAV Re-authorization procedure in EPS  (see 3GPP TS 23.256 [90])
[…]
* * * End of Changes * * * *

