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	Reason for change:
	During primary authentication with external domain as credential holder (See 33.501 Clause I.2.2.2), AUSF (step 3 and step 11) shall depend on whether the primary authenticaion is for onboarding or not to perform different service operations.

But there is lack of information in the existing Nausf_UEAuthentication_Authenticate signaling to indicate whether the primary authentication is for UE onboarding or not.
  

	
	

	Summary of change:
	New IE added in Nausf_ UEAuthentication _Authenticate request to indicate whether the primary authentication is for UE onboarding or not.


	
	

	Consequences if not approved:
	[bookmark: _Hlk118292200]Not possible for AUSF to determine whether the primary authentication is for UE onboarding or not, stage 2 procedures can’t be supported.
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* * * First Change * * * *
[bookmark: _Toc25270700][bookmark: _Toc34310357][bookmark: _Toc36464879][bookmark: _Toc51944611][bookmark: _Toc114825806][bookmark: _Hlk115428752]6.1.6.2.2	Type: AuthenticationInfo
[bookmark: _Hlk115358342]Table 6.1.6.2.2-1: Definition of type AuthenticationInfo
	[bookmark: _Hlk115358292]Attribute name
	Data type
	P
	Cardinality
	Description

	supiOrSuci
	SupiOrSuci
	M
	1
	Contains the SUPI or SUCI of the UE.

	servingNetworkName
	ServingNetworkName
	M
	1
	Contains the Serving Network Name.

	resynchronizationInfo
	ResynchronizationInfo
	O
	0..1
	Contains RAND and AUTS; see 3GPP 33.501 [8] clause 9.4.

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier

	traceData
	TraceData
	O
	0..1
	Contains TraceData provided by the UDM to the AMF

	udmGroupId
	NfGroupId
	O
	0..1
	Identity of the UDM group serving the SUPI

	routingIndicator
	String
	O
	0..1
	When present, it shall indicate the Routing Indicator of the UE.
Pattern: '^[0-9]{1,4}$'

	cellCagInfo
	array(CagId)
	O
	1..N
	CAGList of the CAG cell.

	n5gcInd
	boolean
	O
	0..1
	N5GC device indicator (see 3GPP TS 33.501 [8]) When present, this IE shall be set as follows:
[bookmark: _PERM_MCCTEMPBM_CRPT03890022___2]-	true: authentication is for a N5GC device;
-	false (default): authentication is not for a N5GC device.
See NOTE

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.

	pvsInfo
	array(ServerAddressingInfo)
	O
	1..N
	FQDN(s) and/or IP address(es) of the SNPN UE onboarding Provisioning Servers (PVS).

	nswoInd
	boolean
	O
	0..1
	NSWO Indicator (see 3GPP TS 33.501 [8])

	disasterRoamingInd
	boolean
	O
	0..1
	Disaster Roaming Indicator (see 3GPP TS 23.502 [3]).
When present, this IE shall be set as follows:
-	true: Disaster Roaming service is applied;
-	false (default): Disaster Roaming service is not applied.

	onboardingInd
	boolean
	O
	0..1
	UE Onboarding Indicator for the authentication
When present, this IE shall be set as follows:
-	true: authentication is for UE onboarding;
-	false (default): authentication is not for UE onboarding.

	NOTE:	The attribute n5gcInd is used for EAP-TLS, which is described in the informative annex O of 3GPP TS 33.501 [8] and is not mandatory to support.



* * * Next Change * * * *

[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc106614165]A.2	Nausf_UEAuthentication API
(... text not shown for clarity ...)

    AuthenticationInfo:
      description: Contains the UE id (i.e. SUCI or SUPI) and the Serving Network Name.
      type: object
      properties:
        supiOrSuci:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupiOrSuci'
        servingNetworkName:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/ServingNetworkName'
        resynchronizationInfo:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/ResynchronizationInfo'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        udmGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfGroupId'
        routingIndicator:
          type: string
          pattern: '^[0-9]{1,4}$'
        cellCagInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/CagId'
          minItems: 1
        n5gcInd:
          type: boolean
          default: false
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        nswoInd:
          type: boolean
          default: false
        disasterRoamingInd:
          type: boolean
          default: false
        onboardingInd:
          type: boolean
          default: false
      required:
        - supiOrSuci
        - servingNetworkName

(... text not shown for clarity ...)

* * * End of Changes * * * *

