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This CR proposes to align stage 3 with the updated definition.

	
	

	Summary of change:
	Align stage3 with the updated definition of UE-DS-TT Residence time.

	
	

	Consequences if not approved:
	Stage 3 not aligned with stage 2 regarding the UE-DS-TT Residence time

	
	

	Clauses affected:
	9.11.4.26

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc82895860][bookmark: _Toc20218019][bookmark: _Toc27743904][bookmark: _Toc35959475][bookmark: _Toc45202908][bookmark: _Toc45700284][bookmark: _Toc51920020][bookmark: _Toc68251080][bookmark: _Toc74916057][bookmark: _Hlk82807406][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc74916014][bookmark: _Toc20217979][bookmark: _Toc27743864][bookmark: _Toc35959435][bookmark: _Toc45202867][bookmark: _Toc45700243][bookmark: _Toc51919979][bookmark: _Toc68251039][bookmark: _Toc74916016][bookmark: _Toc20218017][bookmark: _Toc27743902][bookmark: _Toc35959473][bookmark: _Toc45202906][bookmark: _Toc45700282][bookmark: _Toc51920018][bookmark: _Toc68251078][bookmark: _Toc74916055][bookmark: _Toc36212835][bookmark: _Toc36657012][bookmark: _Toc45286673][bookmark: _Toc51947940][bookmark: _Toc51949032][bookmark: _Toc82895723]*** First change ***
[bookmark: _Toc20233313][bookmark: _Toc27747450][bookmark: _Toc36213644][bookmark: _Toc36657821][bookmark: _Toc45287498][bookmark: _Toc51948774][bookmark: _Toc51949866][bookmark: _Toc114485533]9.11.4.26	UE-DS-TT residence time
The purpose of the UE-DS-TT residence time information element is to signal the time taken within the UE and the DS-TT to forward a packet i.e. between the ingress of the UE and the DS-TT port in the DL direction, or between the DS-TT port and the egress of the UE in the UL direction.
The UE- DS-TT residence time information element is coded as shown in figure 9.11.4.26.1 and table 9.11.4.26.1.
The UE-DS-TT residence time is a type 4 information element with a length of 10 octets.
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Figure 9.11.4.26.1: UE-DS-TT residence time information element
Table 9.11.4.26.1: UE-DS-TT residence time information element
	UE-DS-TT residence time contents (octets 3 to 10)

The UE-DS-TT residence time contents contain the UE-DS-TT residence time encoded as specified for the correctionField in IEEE Std 1588-2019 [43B], with the LSB bit of the first octet of the UE-DS-TT residence time included in bit 1 of octet 3. If the UE-DS-TT residence time.is too big to be represented, all bits of octets 3 to 10 shall be coded as "1" except the MSB bit of octet 10.
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