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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc112962625]5.21.1.2.3.2	GET
The GET method allows to read all active EAS Deployment information for a given AF and subscription. The AF shall initiate the HTTP GET request message and the NEF shall respond to the message. 
This method shall support the URI query parameters specified in table 5.21.1.2.3.2-1.
Table 5.21.1.2.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	
	



This method shall support the request data structures specified in table 5.21.1.2.3.2-2, the response data structures and response codes specified in table 5.21.1.2.3.2-3, and the location headers specified in table 5.21.1.2.3.2-4 and table 5.21.1.2.3.2-5.
Table 5.21.1.2.3.2-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	N/A
	
	
	



Table 5.21.1.2.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	array(EasDeployInfo)
	M
	0..N
	200 OK
	The configuration information for the AF in the request URI are returned.

	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during EAS deployment information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during EAS deployment information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [4] also apply.



Table 5.21.1.2.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.21.1.2.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	sString
	M
	1
	An alternative URI of the resource located in an alternative NEF.



*** 2st Change ***
[bookmark: _Toc112962642]5.21.4.1	General
This clause specifies the application data model supported by the EASDeployment API. Table 5.21.4.1-1 specifies the data types defined for the EASDeployment API.
Table 5.21.4.1-1: EASDeployment API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	EasDeployInfo
	5.21.4.3.2
	EAS Deployment Information, indicates how edge services are deployed in each Local DN.
	

	EdiDeleteCriteria
	5.21.4.3.5X
	Contains criteria for deleting EAS Deployment Information.
	

	DnaiInformation
	5.21.4.3.3
	list of DNS server identifier and/or IP address(s) of the EAS in the local DN for the DNAI.
	

	DnsServerIdentifier
	5.21.4.3.4
	DNS server identifier (consisting of IP address and port).
	



*** End of Changes ***

