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	Reason for change:
	Namf_MBSCommunication API has missed clauses 6.x.8 for Feature Negotiation, and 6.x.10 for HTTP redirection.

These clauses shall be added for completeness and as required by TS 29.501.

	
	

	Summary of change:
	Add clauses 6.x.8 for Feature Negotiation and 6.x.10 for HTTP redirection for Namf_ MBSCommunication service.
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	Clauses affected:
	6.6.8, 6.6.10

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	The CR has no impact on any OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


* * * * First change * * * *
[bookmark: _Toc25156612][bookmark: _Toc34124917][bookmark: _Toc43208053][bookmark: _Toc49857520][bookmark: _Toc56677365][bookmark: _Toc56691888][bookmark: _Toc56699152][bookmark: _Toc89035425][bookmark: _Toc89065223][bookmark: _Toc89180522][bookmark: _Toc97072215][bookmark: _Toc114774172]6.6.8	Feature Negotiation
The optional features in table 6.6.8-1 are defined for the Namf_MBSCommunication API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.6.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



* * * * Next change * * * *
[bookmark: _Toc56677367][bookmark: _Toc56691890][bookmark: _Toc56699154][bookmark: _Toc89035427][bookmark: _Toc89065225][bookmark: _Toc89180524][bookmark: _Toc97072217][bookmark: _Toc114774174]6.6.10	HTTP redirection
An HTTP request may be redirected to a different AMF service instance, within the same AMF or a different AMF of an AMF set, e.g. when an AMF service instance is part of an AMF (service) set or when using indirect communications (see 3GPP TS 29.500 [4]). 
An SCP that reselects a different AMF producer instance will return the NF Instance ID of the new AMF producer instance in the 3gpp-Sbi-Producer-Id header, as specified in clause 6.10.3.4 of 3GPP TS 29.500 [4].
If an AMF within an AMF set redirects a service request to a different AMF of the set using an 307 Temporary Redirect or 308 Permanent Redirect status code, the identity of the new AMF towards which the service request is redirected shall be indicated in the 3gpp-Sbi-Target-Nf-Id header of the 307 Temporary Redirect or 308 Permanent Redirect response as specified in clause 6.10.9.1 of 3GPP TS 29.500 [4].

