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	Reason for change:
	The "NR_REDCAP" RAT Type is only used in the Core Network. When the AMF receives NR RedCap indication in an Initial UE Message from the NG-RAN for a UE using NR RAT, the AMF dertermines "NR_REDCAP" RAT for that UE, as specified in TS23.501 clause 5.41.
The current description in TS29.571 for "NR_REDCAP" RAT Type is not clear on whether the "NR_REDCAP" RAT Type is only used in Core Network, and thus needs clarification.
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Table 5.4.3.2-1: Enumeration RatType
	Enumeration value
	Description

	"NR"
	New Radio

	"EUTRA"
	(WB) Evolved Universal Terrestrial Radio Access 

	"WLAN"
	Untrusted Wireless LAN (IEEE 802.11) access

	"VIRTUAL"
	Virtual (see NOTE 1)

	"NBIOT"
	NB IoT

	"WIRELINE"
	Wireline access

	"WIRELINE_CABLE"
	Wireline Cable access

	"WIRELINE_BBF"
	Wireline BBF access

	"LTE-M"
	LTE-M (see NOTE 2)

	"NR_U"
	New Radio in unlicensed bands

	"EUTRA_U"
	(WB) Evolved Universal Terrestrial Radio Access in unlicensed bands

	"TRUSTED_N3GA"
	Trusted Non-3GPP access

	"TRUSTED_WLAN"
	Trusted Wireless LAN (IEEE 802.11) access 

	"UTRA"
	UMTS Terrestrial Radio Access

	"GERA"
	GSM EDGE Radio Access Network

	"NR_LEO"
	NR (LEO) satellite access type

	"NR_MEO"
	NR (MEO) satellite access type

	"NR_GEO"
	NR (GEO) satellite access type

	"NR_OTHER_SAT"
	NR (OTHERSAT) satellite access type

	"NR_REDCAP"
	[bookmark: _GoBack]NR RedCap access type (see NOTE X)

	NOTE 1:	Virtual shall be used if the N3IWF does not know the access technology used for an untrusted non-3GPP access.
NOTE 2:	This RAT type value is used only in the Core Network; it shall be used when a Category M UE using E-UTRA has provided a Category M indication to the NG-RAN.
NOTE X:	This RAT type value is used only in the Core Network; it shall be used only for an UE using NR with reduced radio capability provided to the NG-RAN.
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