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This clause describes the procedure for establishing a PC5 link between the 5G ProSe Remote UE and the 5G ProSe UE-to-Network Relay. The procedure includes how the 5G ProSe Remote UE is authenticated by the AUSF of the 5G ProSe Remote UE via the 5G ProSe UE-to-Network Relay and the AMF of the 5G ProSe UE-to-Network Relay during 5G ProSe PC5 establishment. This mechanism can be used when the 5G ProSe Remote UE is out of coverage.
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[bookmark: _Toc24937650][bookmark: _Toc33962465][bookmark: _Toc42883227][bookmark: _Toc49733095][bookmark: _Toc56684952][bookmark: _Toc106618953][bookmark: _Toc24937655][bookmark: _Toc33962470][bookmark: _Toc42883232][bookmark: _Toc49733100][bookmark: _Toc56684957][bookmark: _Toc106618958][bookmark: _Toc89035177][bookmark: _Toc89064975][bookmark: _Toc89180274][bookmark: _Toc97071953][bookmark: _Toc98542242]* * * First Change * * * *
[bookmark: _Toc67903508][bookmark: _Toc35971384][bookmark: _Toc510696592][bookmark: _Toc112771042][bookmark: _Toc114776317]5.2.2.2.1	General
The Register service operation is invoked by a NF Service Consumer to request the PAnF to store the ProSe context information for a 5G ProSe Remote UE.
The Register service operation is used during the following procedure:
-	PC5 security establishment for 5G ProSe UE-to-Network relay communication over Control PlaneConnection with 5G ProSe UE-to-Network Relay connection with setup of network Prose security context during PC5 link establishment (see 3GPP TS 33.503 [14], clause 6.3.3.3.2)
Editor's Note: the title of the procedure is unclear in SA3, needs to align with SA3 in the future.
The NF Service Consumer (i.e. AUSF) shall request the PAnF to store the ProSe context information for a 5G ProSe Remote UE as shown in Figure 5.2.2.2.1-1


Figure 5.2.2.2.1-1: Prose Keys registration
1.	The NF service consumer (e.g. AUSF) sends a POST request to the resource representing the Prose Context Info for a 5G ProSe Remote UE.
2a.	On success, the PAnF responds with "204 No Content".
2b.	If the user does not exist, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

* * * Next Change * * * *
[bookmark: _Toc67903515][bookmark: _Toc35971391][bookmark: _Toc510696599][bookmark: _Toc112771047][bookmark: _Toc114776322]6.1.1	Introduction
The Npanf_ProseKey service shall use the Npanf_ProseKey API.
The API URI of the Npanf_ProseKey API shall be:
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be " npanf-prosekey ".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.3.

* * * End of Changes * * * *
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