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[bookmark: _Toc114676105][…]
5.1.8	UE identification after changed IMSI with service "EMM Information" not available
***** editorial change *****
[bookmark: _Toc10738369][bookmark: _Toc20396208][bookmark: _Toc29397790][bookmark: _Toc29398912][bookmark: _Toc36648922][bookmark: _Toc36654710][bookmark: _Toc44960980][bookmark: _Toc50982621][bookmark: _Toc50984792][bookmark: _Toc57112059][bookmark: _Toc114676098][bookmark: _GoBack]5.1.8.x	Definition and applicability
The attach procedure is used to attach for packet services in EPS. With a successful attach procedure, a context is established for the UE in the MME, and a default bearer is established between the UE and the PDN GW, thus enabling always-on IP connectivity to the UE. The network may also initiate the activation of dedicated bearers as part of the attach procedure. For NB-IoT terminals the establishment of the PDN connection is optional.
[bookmark: _Toc10738377][bookmark: _Toc20396216][bookmark: _Toc29397798][bookmark: _Toc29398920][bookmark: _Toc36648930][bookmark: _Toc36654718][bookmark: _Toc44960988][bookmark: _Toc50982629][bookmark: _Toc50984800][bookmark: _Toc57112067][bookmark: _Toc114676106]5.1.8.2	Conformance requirement
The following EMM parameters shall be stored on the USIM if the corresponding file is present:
-	GUTI;
-	last visited registered TAI;
-	EPS update status.
***** end of changes *****
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