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	Reason for change:
	The CONFIGURATION UPDATE COMMAND message has been updated in Rel-17 by adding a new (optional) Priority indicator IE.

However, the conditions of inclusion of this IE are missing. This is necessary as any other optional IE of any NAS message for implementers.

Based on operator’s policy, the AMF may need to provide the Priority indicator IE to the UE to inform about the MPS indicator (MPSI) (whether access identity 1 is valid or is no longer valid) which is used by the UE. The MPSI is set based on MPS priority information of the user's subscription context obtained from the UDM. Hence, the AMF includes the Priority indicator IE in the CONFGIURATION UPDATE COMMAND message when it needs to inform the UE that the use of access identity 1 is valid or is no longer valid.

	
	

	Summary of change:
	Conditions of inclusion of the Priority indicator IE are added.

Backwards compatibility analysis
The CR is backwards compatible as there is no change on the signalling.

	
	

	Consequences if not approved:
	Conditions of inclusion of the new (optional) Priority indicator IE in the CONFIGURATION UPDATE COMMAND message are missing. Incomplete and inconsistent specification. Lack of conditions for implementation and design.
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V2: backwards compatibility analysis added, and typo corrected on the new clause.
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8.2.19.3x	Priority indicator
The network shall include this IE when it needs to inform the UE that the use of access identity 1 is valid or is no longer valid.
* * * End of Changes * * * *

