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* * * First Change * * * *
[bookmark: _Toc114476548][bookmark: _Toc20232861][bookmark: _Toc27746965][bookmark: _Toc36213149][bookmark: _Toc36657326][bookmark: _Toc45286991][bookmark: _Toc51948260][bookmark: _Toc51949352][bookmark: _Toc106796381][bookmark: _Toc98350607][bookmark: _Toc20218092][bookmark: _Toc27743977][bookmark: _Toc35959548][bookmark: _Toc45202981][bookmark: _Toc45700357][bookmark: _Toc51920093][bookmark: _Toc68251153][bookmark: _Toc99061319][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc98754128]7.3.1	Procedure transaction identity
The following network procedures shall apply for handling an unknown, erroneous, or unforeseen PTI received in a 5GSM message:
a)	In case the network receives a PDU SESSION MODIFICATION COMPLETE, a PDU SESSION RELEASE COMPLETE message or a PDU SESSION MODIFICATION COMMAND REJECT message in which the PTI value is an assigned or unassigned value that does not match any PTI in use, the network shall respond with a 5GSM STATUS message including 5GSM cause #47 "PTI mismatch".
b)	In case the network receives a PDU SESSION AUTHENTICATION COMPLETE message or a SERVICE-LEVEL AUTHENTICATION COMPLETE message in which the PTI value is an assigned value, the network shall respond with a 5GSM STATUS message including 5GSM cause #81 "invalid PTI value".
c)	In case the network receives a PDU SESSION ESTABLISHMENT REQUEST message, a PDU SESSION MODIFICATION REQUEST message or a PDU SESSION RELEASE REQUEST message in which the PTI value is an unassigned value, the network shall respond with a 5GSM STATUS message including 5GSM cause #81 "invalid PTI value".
d)	In case the network receives a 5GSM message in which the PTI value is a reserved value, the network shall ignore the message.
The following UE procedures shall apply for handling an unknown, erroneous, or unforeseen PTI received in a 5GSM message:
a)	In case the UE receives a PDU SESSION MODIFICATION COMMAND message or a PDU SESSION MODIFICATION REJECT message in which the PTI value is an assigned value that does not match any PTI in use:
1)	if the UE detects that this PDU SESSION MODIFICATION COMMAND message is a network retransmission of an already accepted request (see subclause 6.3.2.3), the UE shall respond with a PDU SESSION MODIFICATION COMPLETE message;
2)	if the UE detects that this PDU SESSION MODIFICATION COMMAND message is a network retransmission of an already rejected request (see subclause 6.3.2.4), the UE shall respond with a PDU SESSION MODIFICATION COMAND REJECT message; or
3)	otherwise, the UE shall respond with a 5GSM STATUS message including 5GSM cause #47 "PTI mismatch".
b)	In case the UE receives a PDU SESSION RELEASE COMMAND message or a PDU SESSION RELEASE REJECT message in which the PTI value is an assigned value that does not match any PTI in use:
1)	if the UE detects that this PDU SESSION RELEASE COMMAND message is a network retransmission of an already accepted request (see subclause 6.3.3.3), the UE shall respond with a PDU SESSION RELEASE COMPLETE message; or
2)	otherwise, the UE shall respond with a 5GSM STATUS message including 5GSM cause #47 "PTI mismatch".
c)	In case the UE receives a PDU SESSION ESTABLISHMENT ACCEPT message or a PDU SESSION ESTABLISHMENT REJECT message in which the PTI value is an assigned value that does not match any PTI in use:
1)	the UE shall respond with a 5GSM STATUS message including 5GSM cause #47 "PTI mismatch".
d)	In case the UE receives a PDU SESSION AUTHENTICATION COMMAND message, or a PDU SESSION AUTHENTICATION RESULT message or a SERVICE-LEVEL AUTHENTICATION COMMAND message in which the PTI value is an assigned value, the UE shall respond with a 5GSM STATUS message including 5GSM cause #81 "invalid PTI value".
e)	In case the UE receives a PDU SESSION ESTABLISHMENT ACCEPT message, a PDU SESSION ESTABLISHMENT REJECT message, a PDU SESSION MODIFICATION REJECT message or a PDU SESSION RELEASE REJECT message in which the PTI value is an unassigned value, the UE shall ignore the message.
f)	In case the UE receives a 5GSM message in which the PTI value is a reserved value, the UE shall ignore the message.
* * * End of Changes * * * *
