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	Reason for change:
	The ATTACH REJECT message can include the Lower bound timer value IE and the CS SERVICE NOTIFICATION message never includes the IE. However, the IE is not introduced in 8.2.3.x and is introduced in 8.2.9.6.

	
	

	Summary of change:
	Specifying the condition to include the Lower bound timer value IE in the ATTACH REJECT message
Voiding Section 8.2.9.6
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Backward compatible as the change does not impact any change in the NAS protocol itself. As TS 24.301 already clearly specifies the case where the ATTACH REQUEST message includes the IE and it is already clear that the CS SERVICE NOTIFICATION message cannot include the IE.
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	Clauses affected:
	8.2.3.5A (new), 8.2.9.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






* * * First Change * * *
8.2.3.5A	Lower bound timer value
The MME may include this IE when the EMM cause is set to #78 "PLMN not allowed to operate at the present UE location", to provide a minimum timer value for an entry added to the list of "PLMNs not allowed to operate at the present UE location".
* * * Next Change * * *
[bookmark: _Toc114841238]8.2.9.6	Lower bound timer valueVoid
The MME may include this IE when the EMM cause is set to #78 "PLMN not allowed to operate at the present UE location", to provide a minimum timer value for an entry added to the list of "PLMNs not allowed to operate at the present UE location".Void
* * * End of Change(s) * * *

