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	Reason for change:
	Clause 6.3.12b in TS 23,501 defines a new list of PLMNs advertized by a discovered WLAN which can be used by the UE with the HPLMN listed in the new list of PLMNs to connect to use the 5G NSWO authentication procedure defined in TS 33.501. This new list of PLMNs is necessary as described in S2-2206732, since otherwise it would be impossible for the UE to determine for the UE whether it initiates the Authentication and Key Agreement procedure specified in TS 33.402 or the NSWO authentication procedure specified in TS 33.501.

	
	

	Summary of change:
	Added related text for selection procedure for PLMN List with AAA connectivity to 5GC IE to perform NSWO procedure in 5GS.
Backward compatibility analysis on the UE:
The PLMN List with AAA connectivity to 5GC is not backward compatible to 3GPP TS 24.502 V17.6.0. A UE not having implemented this List of PLMN with AAA connectivity to 5GC, cannot determine how to initiate the NSWO authentication procedure specified in TS 33.501.

Backward compatibility analysis on the WLAN:
The PLMN List with AAA connectivity to 5GC is not backward compatible to 3GPP TS 24.502 V17.6.0. A WLAN not having implemented this List of PLMN with AAA connectivity to 5GC, cannot allocate NSWOF for the UE to perform the NSWO authentication procedure specified in TS 33.501.


	
	

	Consequences if not approved:
	The UE with NSWO authentication capability cannot identify PLMNs for connecting to 5GCN to perform 5G NSWO authentication procedure defined in TS 33.501.
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[bookmark: _Toc27744929][bookmark: _Toc36114729][bookmark: _Toc45271323][bookmark: _Toc51936581][bookmark: _Toc58230251][bookmark: _Toc106898448][bookmark: _Hlk8735028][bookmark: _Toc20212044][bookmark: _Toc27744926][bookmark: _Toc36114726][bookmark: _Toc45271320][bookmark: _Toc51936578][bookmark: _Toc58230248][bookmark: _Toc106898445]5.3C	PLMN selection procedures for NSWO in 5GS 
[bookmark: _Hlk116391764]For the NSWO in 5GS:
a)	if the HPLMN is in the PLMN list with AAA connectivity to 5GC IE (see annex H of 3GPP TS 24.302 [7]) provided by the WLAN that is selected as specified in subclause 5.3.2, the UE shall select HPLMN; or
b)	if the HPLMN is not in the PLMN list with AAA connectivity to 5GC IE (see annex H of 3GPP TS 24.302 [7]), the UE shall select any PLMN from the PLMN list with AAA connectivity to 5GC IE provided by the WLAN that is selected as specified in subclause 5.3.2.
NOTE:	UEs supporting NSWO in 5GS only use the PLMN list with AAA connectivity to 5GC IE for NSWO in 5GS, and the PLMN list with AAA connectivity to 5GC IE is only used by UEs supporting NSWO in 5GS.
******************* END OF CHANGES ***********************


