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	Reason for change:
	Quoting from TS 23.501:
UE and AMF shall not signal WUS Assistance Information in Registration Request, Registration Accept messages when the UE has an active emergency PDU session.
From the SA2 requirement, the UE shall not include WUS Assistance Information during:
Case A: a registration procedure for MRU when the UE has an emergency PDU session established;

However there is something that is not covered by the SA2 requirement.

If the initial registration or MRU procedure is to establish the emergency PDU session, it is not necessary that the UE includes the WUS Assistance Information when initiating the above procedure. Because the UE shall not use WUS even after the emergency PDU session is established.

So the cases where the UE shall not include WUS Assistance Information also include:
Case B: during a registration procedure for initial registration for emergency services;
Case C: during a registration procedure for initial registration for initiating an emergency PDU session;
Case D: during a registration procedure for MRU for initiating an emergency PDU session;

CT1 spec only covers Case A, the remaining cases should be implemeted.

	
	

	Summary of change:
	Add the case B, C and D where the UE shall not include its UE paging probability information.
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	Unnecessary UE’s behavior when establishing an emergency PDU which would waste the signalling resources.
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* * * First Change * * *
[bookmark: _Toc45286701][bookmark: _Toc51947970][bookmark: _Toc51949062][bookmark: _Toc114476253]5.3.24	WUS assistance
A UE supporting reception of WUS assistance information indicates its capability for reception of WUS assistance information during registration procedure (see 3GPP TS 23.501 [8]). The UE supporting WUS assistance information may include its UE paging probability information in the Requested WUS assistance information IE in the REGISTRATION REQUEST message (see 3GPP TS 23.501 [8]). The UE shall not include its UE paging probability information during: a registration procedure when the UE has an active emergency PDU session.
a)	a registration procedure for initial registration for emergency services (see subclause 5.5.1.2);
b)	a registration procedure for initial registration for initiating an emergency PDU session (see subclause 5.5.1.2);
c)	a registration procedure for mobility and periodic registration update (see subclause 5.5.1.3) for initiating an emergency PDU session if the UE is in the state 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE; or
d)	a registration procedure for mobility and periodic registration update (see subclause 5.5.1.3) when the UE has an emergency PDU session established.
The UE and the network may negotiate the UE paging probability information during a registration procedure when the UE does not have an emergency PDU session. The UE paging probability information is an assistance information used to determine the WUS group for paging UE (see 3GPP TS 23.501 [8], 3GPP TS 36.300 [25B]).
NOTE:	The determination of UE paging probability information is up to UE implementation.
If a UE supporting WUS assistance information did not receive the Negotiated WUS assistance information IE during the last registration procedure due to an active emergency PDU session over 3GPP access, the UE shall initiate a registration procedure for mobility and periodic registration update to request WUS assistance information after the emergency PDU session is released over 3GPP access.
If the UE does not have an emergency PDU session and the network accepts the use of the WUS assistance information for the UE, the network determines the negotiated UE paging probability information for the UE based on the requested UE paging probability information, if any, local configuration or previous statistical information for the UE, and then indicates the negotiated UE paging probability information in the Negotiated WUS assistance information IE to the UE in the REGISTRATION ACCEPT message. The network shall store the negotiated UE paging probability information in the 5GMM context of the UE for paging.
The UE shall use WUS assistance information only if the UE received the Negotiated WUS assistance information IE during the last registration procedure. If the UE did not receive the Negotiated WUS assistance information IE during the last registration procedure, the UE shall delete any existing WUS assistance information received from the network.
If the network did not accept the request to use WUS assistance information, the network shall delete the stored negotiated UE paging probability information for the UE, if available.
When an emergency PDU session is successfully established after the UE received the Negotiated WUS assistance information IE during the last registration procedure, the UE and the AMF shall not use WUS assistance information until:
-	the successful completion of the PDU session release procedure of the emergency PDU session;
-	the UE receives WUS assistance information during a registration procedure with PDU session status IE or upon successful completion of a service request procedure, if the UE or the network locally releases the emergency PDU session; or
-	the successful completion of the handover of the emergency PDU session to non-3GPP access.
* * * End of Changes * * *
