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* * * First Change * * * *
[bookmark: _Toc114863111][bookmark: _Toc114476508][bookmark: _Toc20232828][bookmark: _Toc27746931][bookmark: _Toc36213115][bookmark: _Toc36657292][bookmark: _Toc45286957][bookmark: _Toc51948226][bookmark: _Toc51949318][bookmark: _Toc106796341][bookmark: _Toc20232839][bookmark: _Toc27746943][bookmark: _Toc36213127][bookmark: _Toc36657304][bookmark: _Toc45286969][bookmark: _Toc51948238][bookmark: _Toc51949330][bookmark: _Toc106796353][bookmark: _Toc20232810][bookmark: _Toc27746913][bookmark: _Toc36213097][bookmark: _Toc36657274][bookmark: _Toc45286939][bookmark: _Toc51948208][bookmark: _Toc51949300][bookmark: _Toc106796323][bookmark: _Toc20232861][bookmark: _Toc27746965][bookmark: _Toc36213149][bookmark: _Toc36657326][bookmark: _Toc45286991][bookmark: _Toc51948260][bookmark: _Toc51949352][bookmark: _Toc106796381][bookmark: _Toc98350607][bookmark: _Toc20218092][bookmark: _Toc27743977][bookmark: _Toc35959548][bookmark: _Toc45202981][bookmark: _Toc45700357][bookmark: _Toc51920093][bookmark: _Toc68251153][bookmark: _Toc99061319][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc98754128]6.2.1.4	Abnormal cases in the TSN AF
The following abnormal cases can be identified:
a)	T100 expired.
	The TSN AF shall, on the first expiry of the timer T100, retransmit the MANAGE PORT COMMAND message and shall reset and start timer T100. This retransmission is repeated four times, i.e. on the fifth expiry of timer T35xxT100, the TSN AF shall abort the procedure.
* * * Next Change * * * *
[bookmark: _Toc45216134][bookmark: _Toc51931703][bookmark: _Toc58235062][bookmark: _Toc114863123][bookmark: _Toc114476520]6.3.1.3	TSN AF-requested User plane node management procedure completion
Upon receipt of the MANAGE USER PLANE NODE COMMAND message, for each operation included in the User plane node management list IE, the NW-TT shall:
a)	if the operation code is "get capabilities", include the list of User plane node management parameters supported by the NW-TT in the User plane node management capability IE of the MANAGE USER PLANE NODE COMPLETE message;
b)	if the operation code is "read parameter", attempt to read the value of the user plane node management parameter at the NW-TT, and:
1)	if the value of the parameter at the NW-TT is read successfully, include the parameter and its current value in the User plane node status IE of the MANAGE USER PLANE NODE COMPLETE message; and
2)	if the value of the parameter at the NW-TT was not read successfully, include the parameter and associated User plane node management service cause value in the User plane node status IE of the MANAGE USER PLANE NODE COMPLETE message;
c)	if the operation code is "selective read parameter", attempt to read the value of the selected sub-parameter(s) of the user plane node management parameter at the NW-TT port, and:
1)	if the value of the selected sub-parameter(s) at the NW-TT port is read successfully, include the parameter with the selected sub-parameter(s) and their current value in the User plante node status IE of the MANAGE USER PLANE NODE COMPLETE message; and
2)	if the value of the selected sub-parameter(s) at the NW-TT port was not read successfully, include the parameter and associated User plane node management service cause value in the User plane node status IE of the MANAGE USER PLANE NODE COMPLETE message;
d)	if the operation code is "set parameter", attempt to set the value of the user plane node management parameter at the NW-TT to the value specified in the operation, and:
1)	if the value of the parameter at the NW-TT is set successfully, include the parameter and its current value in the User plane node update result IE of the MANAGE USER PLANE NODE COMPLETE message; and
2)	if the value of the parameter at the NW-TT was not set successfully, include the parameter and associated User plane node management service cause value in the User plane node update result IE of the MANAGE USER PLANE NODE COMPLETE message;
NOTE 1:	The value and status at the NW-TT of any sub-parameter not included in the parameter value field associated with operation code "set parameter" in the user plane node management list IE of the MANAGE USER PLANE NODE COMMAND remains unchanged.
e)	if the operation code is "subscribe-notify for parameter", store the request from the TSN AF to be notified of changes in the value of the corresponding user plane node management parameter;
f)	if the operation code is "selective subscribe-notify for parameter", store the request from the TSN AF to be notified of changes in the value of the corresponding selected sub-parameter(s) of the user plane node management parameter;
g)	if the operation code is "unsubscribe for parameter", delete the stored request from the TSN AF to be notified of changes in the value of the corresponding user plane node management parameter, if any;
h)	if the operation code is "selective unsubscribe for parameter", delete the stored request from the TSN AF to be notified of changes in the value of the corresponding selected sub-parameter(s) of the user plane node parameter, if any;
NOTE 2:	If the operation code is "subscribe for parameter", the request from the TSN AF to be notified of changes in the value of the parameter is stored for each individual sub-parameter of the parameter. If the operation code is "selective unsubscribe for parameter", the stored requests from the TSN AF to be notified of changes in the value of sub-parameters are deleted only for the sub-parameters included in the parameter value field. If the operation code is "unsubscribe for parameter", the stored requests from the TSN AF to be notified of changes in the value of sub-parameters are deleted for all sub-parameters of the parameter.
i)	if the operation code is "delete parameter-entry", attempt to delete the referred parameter-entry of the parameter at the NW-TT; and
1)	if the parameter-entry of the parameter at the NW-TT is deleted successfully, include the parameter and its current value in the User plane node update result IE of the MANAGE USER PLANE NODE COMPLETE message; and
2)	if the parameter-entry of the parameter at the NW-TT was not deleted successfully, include the parameter and associated User plane node management service cause value in the User plane node update result IE of the MANAGE USER PLANE NODE COMPLETE message; and
j)	send the MANAGE USER PLANE NODE COMPLETE to the TSN AF via the SMF and the PCF as specified in 3GPP TS 23.502 [3].
* * * Next Change * * * *
[bookmark: _Toc33963278][bookmark: _Toc34393348][bookmark: _Toc45216164][bookmark: _Toc51931733][bookmark: _Toc58235093][bookmark: _Toc114863153]8.2.2	Port management capability
This IE shall be included if the TSN AF has included an operation with operation code set to "get capabilities" in the MANAGE PORT COMMAND message.
* * * End of Changes * * * *
