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* * * First Change * * * *
[bookmark: _Toc20156443][bookmark: _Toc27501601][bookmark: _Toc36049727][bookmark: _Toc45210497][bookmark: _Toc51861324][bookmark: _Toc59212648][bookmark: _Toc92303506][bookmark: _Toc104711105][bookmark: _Toc107005382]A.2.2.1	Message Type
The purpose of the Message type information element is to identify the type of the request or response.
The value part of the Message type information element is coded as shown in Table A.2.2.1-1.
The Message type information element is a type 3 information element with a length of 1 octet.
Table A.2.2.1-1: Message types
	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	
	
	
	
	
	
	
	
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	MESSAGE SENDING REQUEST

	0
	0
	0
	0
	0
	0
	1
	0
	
	MESSAGE SENDING RESPONSE

	0
	0
	0
	0
	0
	0
	1
	1
	
	MESSAGE RECEIVED REQUEST

	0
	0
	0
	0
	0
	1
	0
	0
	
	MESSAGE RECEIVED RESPONSE

	0
	0
	0
	0
	0
	1
	0
	1
	
	DELIVERY REPORT SENDING REQUEST

	0
	0
	0
	0
	0
	1
	1
	0
	
	DELIVERY REPORT RECEIVED REQUEST

	0
0
0
0
0
0
0

	0
0
0
0
0
0
0

	0
0
0
0
0
0
0

	0
0
0
0
0
0
0

	0
1
1
1
1
1
1

	1
0
0
0
0
1
1

	1
0
0
1
1
0
0

	1
0
1
0
1
0
1

	







	REGISTRATION REQUEST
REGISTRATION ACCEPT
REGISTRATION REJECT
DEREGISTRATION REQUEST
DEREGISTRATION REJECT
DEREGISTRATION ACCEPT



	All other values are reserved.



* * * End of Change * * * *




