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	Reason for change:
	The redirect procedure for the MBS User Data Ingest Session Status Subscription Update has been clearly stated in the API description as below: 
Table 6.2.3.5.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MBSUserDataIngStatSubsc
	M
	1
	200 OK
	Successful case. The concerned "Individual MBS User Data Ingest Session Status Subscription" resource is successfully updated and a representation of the updated resource is returned to the NF service consumer in the response body.

	n/a
	
	
	204 No Content
	Successful case. The concerned "Individual MBS User Data Ingest Session Status Subscription" resource is successfully updated and no content is returned in the response body.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative MBSF (service) instance.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative MBSF (service) instance.

	NOTE:	The mandatory HTTP error status code for the HTTP PUT method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



However, clause 5.3.2.7.2 does not include the redirect description as the other clauses specified in the same TS. Therefore, need to add it and make a proper alignment within the TS and to complete the TS.
Meanwhile, qosInfo attribute has been removed and there is no QoS relevant usage in this specification, while still included in the abbreviation.

	
	

	Summary of change:
	Add redirect description in the MBS User Data Ingest Session Status Subscription Update service operation procedure description.
Remove QoS related abbreviation.
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	Missing redirect description in the service description cause inconsistency within the specification.
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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc510696583][bookmark: _Toc35971375][bookmark: _Toc100742425][bookmark: _Toc114149810][bookmark: _Toc114149851]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5QI	5G QoS Identifier
FEC	Forward Erasure Correction
MBS	Multicast/Broadcast Service.
MBSF	Multicast/Broadcast Service Function
MBSTF	Multicast/Broadcast Service Transport Function
QoS	Quality of Service
TMGI	Temporary Mobile Group Identity
URI	Uniform Resource Identifier
*** 2nd Change ***
5.3.2.7.2	MBS User Data Ingest Session Status Subscription Update
Figure 5.3.2.6.2-1 depicts a scenario where an NF service consumer requests the update/modification of a subscription to MBS User Data Ingest Session Status event(s) reporting at the MBSF.


Figure 5.3.2.7.2-1: MBS User Data Ingest Session Status Subscription Update procedure
1.	In order to request the update or modification of an existing MBS User Data Ingest Session Status Subscription, the NF service consumer shall send an HTTP PUT or PATCH request message targeting the corresponding "Individual MBS User Data Ingest Session Status Subscription" resource using the URI "{apiRoot}/nmbsf-mbsuserdataing/<apiVersion>/status-subscriptions/{subscriptionId}", as shown in step 1 of figure 5.3.2.7.2-1, with the request body including the MBSUserDataIngStatSubsc data structure for an HTTP PUT request or the MBSUserDataIngStatSubscPatch for an HTTP PATCH request.
	If the MBSF determines that the received HTTP PUT or PATCH request message needs to be redirected, the MBSF shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].
2.	Upon success, the MBSF shall update/modify the corresponding "Individual MBS User Data Ingest Session Status Subscription" resource and respond to the NF service consumer with either:
a)	an HTTP "200 OK" status code with the response body containing the updated representation of the "Individual MBS User Data Ingest Session Status Subscription" resource within the MBSUserDataIngStatSubsc data structure, as shown in step 2a of figure 5.3.2.7.2-1; or
b)	an HTTP "204 No Content" status code, as shown in step 2b of figure 5.3.2.7.2-1.
On failure, the MBSF shall take proper error handling actions, as specified in clause 6.2.7, and respond to the NF service consumer with an appropriate error status code.
*** End of Changes ***
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