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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc114149878][bookmark: _Toc88667624][bookmark: _Toc90655909][bookmark: _Toc94064292][bookmark: _Toc98233677][bookmark: _Toc101244453][bookmark: _Toc104539046]6.1.3.3.2	Resource Definition
Resource URI: {apiRoot}/nmbsf-mbs-us/<apiVersion>/mbs-user-services/{mbsUserServId}
This resource shall support the resource URI variables defined in table 6.1.3.3.2-1.
Table 6.1.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1.

	mbsUserServId
	string
	Represents the unique identifier of the Individual MBS User Service resource, assigned by the MBSF.



*** Next Change ***
[bookmark: _Toc114149969]6.2.6.2.11	Type MBSUserServAnmt
Table 6.2.6.2.11-1: Definition of type MBSUserServAnmt
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	extServiceIds
	array(string)
	M
	1..N
	Represents the external service identifier(s) of this MBS User Service.
	

	servClass
	string
	M
	1
	Represents the class of the MBS User Service, expressed as a term identifier from the OMA BCAST Service Class Registry [19].
	

	startTime
	DateTime
	O
	0..1
	Represents the start time from which this MBS User Service Announcement is valid.

If not present, the announcement is already valid.
	

	endTime
	DateTime
	O
	0..1
	Represents the end time after which this MBS User Service Announcement is no longer valid.

If not present, the announcement is valid indefinitely.
	

	servNameDescs
	array(ServiceNameDescription)
	M
	1..N
	Contains one or several set(s) of per language distinguishing service name and/or service description for this MBS User Service.
	

	mainServLang
	string
	O
	0..1
	Represents the main service language of this MBS User Service.
	

	mbsDistSessAnmt
	map(MBSDistSessionAnmt)
	C
	1..N
	Represents the set of MBS Distribution Session Announcements currently associated with this MBS User Service Announcement.

The key of the map shall be set to any string value.
	



*** Next Change ***
[bookmark: _Toc114149970]6.2.6.2.12	Type MBSDistSessionAnmt
Table 6.2.6.2.12-1: Definition of type MBSDistSessionAnmt
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsSessionId
	MbsSessionId
	O
	0..1
	Represents the MBS Distribution Session Identifier with the Temporary Mobile Group Identity (TMGI) or Source-Specific Multicast (SSM) IP address of the MBS Session supporting this MBS Distribution Session.
	

	mbsFSAId
	MbsFsaId
	O
	0..1
	Represents MBS Frequency Selection Assistance information corresponding to the MBS Distribution Session.

This attribute may be included only if the parent MBS User Service is of Broadcast service type.
	

	distrMethod
	DistributionMethod
	M
	1
	Represents the distribution method of this MBS Distribution Session.
	

	objDistrAnnInfo
	ObjectDistrMethAnmtInfo
	O
	0..1
	Represents MBS Distribution Session Announcement parameters for Object Distribution Method. 
May only be present when the "distrMethod" attribute value is set as "OBJECT".
	

	sesDesInfo
	array(string)
	M
	1..N
	Represnts the additional parameters needed to receive the MBS Distribution Session from which this announcement is derived, including relevant User Plane traffic flow parameters.
	




*** End of Changes ***
