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	Reason for change:
	The desription of Individual Application Client Information Subscription resource is wrong. Needs to be corrected for correct interpretation of the specification.

	
	

	Summary of change:
	Corrected the description to include “application client” instead of “location”.
Minor correction to data model.
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	Wrong interpretation of the resource.
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Proposed changes:
* * * First Change * * * *
[bookmark: _Toc85734335][bookmark: _Toc89431634][bookmark: _Toc97042446][bookmark: _Toc97045590][bookmark: _Toc97155335][bookmark: _Toc101521472][bookmark: _Toc112756794]8.4.2.3.1	Description
This resource represents the individual location application client information subscription of an EAS at a given EES.

* * * Next Change * * * *
[bookmark: _Toc85734350][bookmark: _Toc89431649][bookmark: _Toc97042461][bookmark: _Toc97045605][bookmark: _Toc97155350][bookmark: _Toc101521487][bookmark: _Toc112756811]8.4.5.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 7.2 apply to this API
Table 8.4.5.1-1 specifies the data types defined specifically for the Eees_AppClientInformation API service.
Table 8.4.5.1-1: Eees_AppClientInformation API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	ACInfoSubscription
	8.4.5.2.2
	Represents the AC information subscription.
	

	ACInfoSubscriptionPatch
	8.4.5.2.3
	Used to request the partial update of AC information subscription.
	

	ACFilters
	8.4.5.2.4
	Used to list the set of characteristics to discover the ACs.
	

	ACInfoNotification
	8.4.5.2.5
	AC information notification matching the filter criteria.
	

	ACInformation
	8.4.5.2.6
	Used to represent the AC information in the AC information notification.
	



Table 8.4.5.1-2 specifies data types re-used by the Eees_AppClientInformation API service. 
Table 8.4.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.122 [6]
	Used to capture the expiration time of EAS subscription for location application client information reporting.
	

	ReportingInformation
	3GPP TS 29.523 [13]
	Used to indicate the reporting requirement, only the following information are applicable:
-	immRep
-	notifMethod
-	maxReportNbr
-	monDur
-	repPeriod
	

	Uri
	3GPP TS 29.122 [6]
	
	

	WebsockNotifConfig
	3GPP TS 29.122 [6]
	Following differences apply:
-	The SCEF is the EES; and
-	The SCS/AS is the subscribing EAS.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of optional features.
	

	TestNotification
	3GPP TS 29.122 [6]
	Following differences apply:
-	The SCEF is the EES; and
-	The SCS/AS is the subscribing EAS.
	

	LocationArea5G
	3GPP TS 29.122 [6]
	Used to define the geographic and topological area.
	

	ScheduledCommunicationTime
	3GPP TS 29.122 [6]
	Used to define the operation schedule of AC.
	

	Gpsi
	3GPP TS 29.571 [8]
	Used to identify the UE in the query parameter, for which location information is queried. 
	

	ACProfile
	3GPP TS 24.558 [14]
	Used to represent the profile the information of the Application Client. 
	

	ServiceArea
	Clause 9.1.5.2.5
	Used to represent the EAS service area in ACFilters data type.
	

	ACServiceKPIs
	3GPP TS 24.558 [14]
	Used to represent the minimum and maximum AC service KPI information of the Application Client. 
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