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* * * First Change * * * *
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Figure 5.2.2.2.2-1: AS Registering to MSGin5G Server
To register itself at the MSGin5G Server, the AS shall send an HTTP POST message to the MSGin5G Server on the "AS Registrations" collection resource. The body of the HTTP POST message shall include the AS profile information, may include notification target URI for the registration, as specified in clause 8.1.2.2.3.1. ASRegistration data structure that shall include:
-	the Application Server Identifier within the "asSvcId" attribute; and
may include:
-	the Application Identifier within the "appId" attribute;
-	the notification target URI within the "targetUri" attribute; and
-	the Application Server Profile Information within the "asProf" attribute, that may include:
-	the Application Server name within the "appName" attribute;
-	the list of Application Providers name within the "appProviders" attribute;
-	the list of Application scenarios within the "appScenarios" attribute;
-	the list of Application Server category within the "appCategory" attribute; and
-	the list of Application Server status within the "asStatus" attribute. 
Upon receiving the HTTP POST message from the AS, the MSGin5G Server shall:
1.	process the AS registration request information;
2.	verify the identity of the AS and check if the AS is authorized to register itself at MSGin5G Server; and
3.	if the AS is authorized to register to MSGin5G Server, then the MSGin5G Server shall:
[bookmark: OLE_LINK18]a.	store the AS registration information and create a new resource with the AS registration information as specified in clause 8.1.2.1; and
b.	return the AS registration information, the resource URI of the AS registration information, in the response message. If the registration is successful, the MSGin5G Server shall respond to the AS with an HTTP "201 Created" status code, including an HTTP Location header field containing the URI of the created "AS Registration" resource and the response body containing ASRegistrationAck data structure that shall contain:
-	the Application Server Identifier within the "asSvcId" attribute; and
-	the registration result within the "result" attribute.
If errors occur when processing the HTTP POST request, the MSGin5G Server shall apply error handling procedures as specified in clause 8.1.6.
* * * Next Change * * * *
[bookmark: _Toc96996754][bookmark: _Toc97197160][bookmark: _Toc105667247]8.2.3.2.2	Operation Definition
This operation shall support the response data structures and response codes specified in Table 8.2.3.2.2-1 and Table 8.2.3.2.2-2.
Table 8.2.3.2.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	ASMessageDelivery
	M
	1
	Represents the data to be used for AS to deliver message.



Table 8.2.3.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MessageDeliveryAck
	M
	1
	200 OK
	AS Message is delivered successfully.

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * Next Change * * * *
[bookmark: _Toc96996757][bookmark: _Toc97197163][bookmark: _Toc105667250]8.2.3.3.2	Operation Definition
This operation shall support the response data structures and response codes specified in Table 8.2.3.3.2-1 and Table 8.2.3.3.2-2.
Table 8.2.3.3.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	UEMessageDelivery
	M
	1
	Represents the data to be used for Message Gateway (on behalf of Legacy 3GPP UE or Non-3GPP UE) to deliver message.



Table 8.2.3.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MessageDeliveryAck
	M
	1
	200 OK
	UE Message is delivered successfully.

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * Next Change * * * *
[bookmark: _Toc93879054][bookmark: _Toc96996788][bookmark: _Toc97197194][bookmark: _Toc105667281]9.1.3.2.2	Operation Definition
This operation shall support the response data structures and response codes specified in table 9.1.3.2.2-1 and table 9.1.3.2.2-2.
Table 9.1.3.2.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	L3gMessageDelivery
	M
	1
	Represents the data to be used for MSGin5G Server to deliver message.



Table 9.1.3.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The Message is Delivered successfully.

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * Next Change * * * *
[bookmark: _Toc96996791][bookmark: _Toc97197197][bookmark: _Toc105667284]9.1.3.3.2	Operation Definition
This operation shall support the response data structures and response codes specified in Table 9.1.3.3.2-1 and Table 9.1.3.3.2-2.
Table 9.1.3.3.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	DeliveryStatusReport
	M
	1
	Represents the data to be used for MSGin5G Server to deliver status report.



Table 9.1.3.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The status report is Delivered successfully.

	NOTE:	The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * End of Changes * * * *
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