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* * * First Change * * * *
[bookmark: _Toc120011480][bookmark: _Toc19702424][bookmark: _Toc27751580][bookmark: _Toc35971666][bookmark: _Toc35975915][bookmark: _Toc44849372][bookmark: _Toc51853013][bookmark: _Toc51859686]4.3.1.2	Rules for incrementing field values
The first version of a new API under development shall obtain the version number "1.0.0-alpha.1". At the first publication of the 3GPP Technical Specification defining the API after the OpenAPI freeze of the first 3GPP Release that contains the API, the version number of the API shall be set to "1.0.0".
When a new version of the 3GPP TS containing OpenAPI file(s) is published, the fields of the corresponding API version number(s) shall be incremented according to the following rules:
1st Field (MAJOR):
-	This numerical field shall be incremented when:
a)	there are one or more backward incompatible changes to the API after the OpenAPI freeze for a given 3GPP Release; and
b)	there are the first backward incompatible change(s) to the existing API with respect to the latest version in the previous 3GPP Release while a 3GPP Release is under development (i.e. prior to the OpenAPI freeze for a given 3GPP Release).
EXAMPLE 1:	Assuming that 3GPP Rel-16 under development contains API version "1.1.0-alpha.2", and a backward incompatible change with respect to the latest version in the previous 3GPP Release is applied to that API before the OpenAPI freeze, the new Rel-16 API version is "2.0.0-alpha.1".
NOTE 1:	Subsequent changes in a given 3GPP Release under development do not lead to increment of the 1st field (MAJOR) and 2nd field (MINOR).
NOTE 2:	Rules for determining backward incompatible changes are provided in Annex B.
NOTE 3:	It is recommended to avoid backward incompatible change to the API after the OpenAPI freeze whenever possible, especially after OpenAPI freeze of a succeeding Release. It is preferable to introduce such changes only in the 3GPP Release under development.
-	If a backward incompatible change needs to be applied to several 3GPP Releases the following applies:
a)	If the 3GPP Releases contain different MAJOR versions of the same API, a new MAJOR API version shall be assigned to each 3GPP Release in the order of those 3GPP Releases in such a manner that the lowest of those 3GPP Releases shall obtain the first unassigned MAJOR version value.
EXAMPLE 2:	Assuming that 3GPP Rel-15 contains API version "1.0.0", and Rel-16 contains API version "2.0.0", and that the same backward incompatible change is applied to that API in both Releases, the new Rel-15 API version is "3.0.0" and the new Rel-16 API version is "4.0.0".
b)	If the 3GPP Releases contain the same MAJOR version but different MINOR versions of the same API, a single new MAJOR API version value shall be assigned for all those 3GPP Releases, unless other backward incompatible changes only applied to some of those Releases require the creation of separate MAJOR versions.
NOTE 4:	For each such Release a new MINOR version is assigned.
EXAMPLE 3:	Assuming that 3GPP Rel-15 and Rel-16 contain API version "1.0.0", and Rel-17 contains API version "1.2.0", and that the same backward incompatible change is applied to that API in all 3GPP Releases, the new 3GPP Rel-15 and Rel-16 API version is "2.0.0" and the new 3GPP Rel-17 API version is "2.2.0".
c)	If the 3GPP Releases contain the same API versions, a single new API version shall be assigned for all those 3GPP Releases, unless other changes only applied to some of those Releases require the creation of separate versions.
EXAMPLE 4:	Assuming that 3GPP Rel-15 and 3GPP Rel-16 contain API version "1.0.0", and that only the same backward incompatible change is applied to that API in both 3GPP Releases, the new 3GPP Rel-15 and Rel-16 API version is "2.0.0".
EXAMPLE 5:	Assuming that 3GPP Rel-15 and Rel-16 contain API version "1.0.0", and that the same backward incompatible change is applied to that API in both Releases and an additional backward compatible change is applied in 3GPP Rel-16, the new 3GPP Rel-15 API version is "2.0.0", and the 3GPP Rel-16 API version is "2.1.0".
EXAMPLE 6:	Assuming that 3GPP Rel-15 and Rel-16 contain API version "1.0.0", and that the same backward incompatible change is applied to that API in both Releases and an additional backward incompatible change is applied in 3GPP Rel-16, the new 3GPP Rel-15 API version is "2.0.0", and the 3GPP Rel-16 API version is "3.0.0".
2nd Field (MINOR):
-	This numerical field shall be incremented when:
a)	there are the first one or more backward compatible changes not corresponding to changes to earlier 3GPP Releases (i.e. changes introduced by 3GPP CR with other categories than "mirror") to the same API in a given 3GPP Release without any prior backward incompatible changes in that Release. If the same 1st field (MAJOR) and the 2nd field (MINOR) are assigned to n previous 3GPP Releases, a MINOR version number shall be reserved for each intermediate 3GPP Release for possible subsequent changes in that Release and the MINOR version number shall be incremented by n; and
EXAMPLE 7:	Assuming that 3GPP Rel-15 and Rel-16 contain API version "1.0.0" (because there were no changes to the API in Rel-16), and in Rel-17 the first backward compatible new feature is added before the OpenAPI freeze, the API version "1.2.0-alpha.1" is assigned to Rel-17.
b)	there are one or more subsequent backward compatible additions of features not corresponding to changes to previous 3GPP Releases to the API in a frozen 3GPP Release before a higher MINOR number has been allocated for the same MAJOR version (for a subsequent Release).
-	This field shall be reset to "0" if the 1st field (MAJOR) is changed, unless a backward incompatible change needs to be applied to several 3GPP Releases that already contain the same MAJOR but different MINOR API versions. In that case a single new major API version is assigned, and for each such 3GPP Release with an own MINOR version, a new MINOR version shall be assigned, starting with MINOR version "0" for the lowest such Release, and reserving a MINOR version number for each intermediate Release without an own MINOR version. (see Example 3)
NOTE 5:	In most cases the MINOR version is incremented when new backward compatible features are added in a 3GPP Release. In rare cases, where only backward compatible changes not corresponding to changes to previous 3GPP Releases are applied to a 3GPP Release, the MINOR version is also incremented. It is recommended to avoid such changes in 3GPP Releases without added functionality whenever possible.
NOTE 6:	Subsequent backward compatible changes in a given 3GPP Release before OpenAPI freeze do not lead to an increment of the 2nd field (MINOR).
NOTE 7:	Changes corresponding to changes in previous 3GPP Releases do not lead to an increment of the 2nd field (MINOR).
NOTE 8:	If two 3GPP Releases are under parallel development (because the work on Rel-X+1 has commenced before the OpenAPI freeze of Rel-X), the corresponding APIs will obtain distinct values of the 1st field (MAJOR) or 2nd field (MINOR).
EXAMPLE 8:	Assuming that an API was introduced with version "1.0.0" in Rel-15, and that the Rel-16 version is "1.1.0-alpha.5" because the OpenAPI is not yet frozen in Rel-16, and that a new backward compatible Rel-17 feature is added, the Rel-17 API version is "1.2.0-alpha.1".
3rd Field (PATCH):
-	This numerical field shall be incremented:
a)	if the changes are only one or more backward-compatible corrections (but no changes requiring an update of the 1st field (MAJOR) or of the 2nd field (MINOR) are made to the API after the OpenAPI freeze of a 3GPP Release; and
b)	if one or more backward compatible additions of features, but no changes requiring an update of the 1st field (MAJOR) or of the 2nd field (MINOR), are made to the API after the OpenAPI freeze of a 3GPP Release and after the assignment of a MINOR version to a higher 3GPP Release.
-	This field shall be reset to "0" if the 1st field (MAJOR) or 2nd field (MINOR) is changed.
NOTE 9:	Before the OpenAPI freeze for a given 3GPP Release, the 3rd field (PATCH) will not be incremented.
NOTE 10:	If the 1st field (MAJOR) and 2nd field (MINOR) were not incremented between 3GPP Releases (because there were no added features and no backward incompatible changes), and the same backward compatible changes are then applied to those 3GPP Releases, the API files in those 3GPP Releases are identical and will obtain the same API version number.
NOTE 11:	In rare cases for which a new backward compatible functionality needs to be added in an older 3GPP Release after the OpenAPI freeze and work on that API already started in a later Release, the new functionality is exceptionally introduced as a PATCH correction and a new supported feature could be defined accordingly.
Possible additional fields:
-	Pre-Release version field
-	Before the OpenAPI freeze of a 3GPP Release, an additional field (separated from the 3 first version fields by a hyphen "-" character) shall be supplied as follows:
a)	When the 1st field (MAJOR) or 2nd field (MINOR) is incremented before the OpenAPI freeze of a 3GPP Release, this field shall obtain the value "alpha.1".
b)	The numerical value "n" within the field value "alpha.n" shall be incremented if one or more subsequent changes are made to the API under development.
-	After the OpenAPI freeze of a 3GPP Release, this additional field (including the hyphen "-" character) containing pre-release version info is removed from the API version.
-	Operator-specific version field(s)
-	After the OpenAPI freeze of a 3GPP Release, additional fields may be supplied based on operator policy after the 3 first version fields and separated by a plus sign "+" character. The rules for setting, or incrementing, such fields are out of the scope of 3GPP, but they shall comply with the rules described in the Semantic Versioning Specification [17], and contain a list of dot-separated labels within the allowed character set ([0-9A-Za-z-]).
If no change is applied to an API in a new published TS version, the API version number shall not be incremented unless the additional field ("-alpha.n") needs to be removed at OpenAPI freeze. This also applies if the TS is published in a new 3GPP Release.
NOTE 12:OpenAPI files can contain references to other OpenAPI files. Changes to referenced parts of such other OpenAPI files need to be considered when determining if and how to update an API version.
NOTE 13:The API version number of those version fields managed by 3GPP is incremented using 3GPP change requests.
[bookmark: _Hlk126077511]* * * 2nd Change * * * *
[bookmark: _Toc120011481]4.3.1.3	Visibility of the API version number fields
The API version shall be indicated in the resource URI of every API, as described in clause 4.4.1.
The API version shall be indicated as the concatenation of the letter "v" and the 1stst field (MAJOR) of the API version number.
The other fields shall not be included in the resource URI.
NOTE:	Including these digits in the URI would force the NF service consumer to select a specific sub-version, at the risk of seeing the request rejected if the NF service provider does not support it, while the request could have been served by ignoring unknown elements.
The full API version number (i.e., containing all the fields) shall be visible in the OpenAPI specifications, in the "version" subfield of the "info" field, as described in clause 5.3.3.

* * * 3rd Change * * * *
[bookmark: _Toc19702425][bookmark: _Toc27751581][bookmark: _Toc35971667][bookmark: _Toc35975916][bookmark: _Toc44849373][bookmark: _Toc51853014][bookmark: _Toc51859687][bookmark: _Toc120011482]4.3.1.4	Relation to the Technical Specification version number
There is no one-to-one mapping between an API version number and the version number of the 3GPP Technical Specification defining this API.
A 3GPP Technical Specification specifies one or more APIs, which may have different versions.
A change in the 3rdrd field (PATCH) of a 3GPP TS version number (i.e. an editorial change) should not lead to a change in the version number of the APIs specified in the 3GPP TS.
A change in the 1stst field (MAJOR) and 2ndnd fields (MINOR) of the 3GPP TS version number is likely to lead to at least a change in the minor version number of the APIs specified in the 3GPP TS.
EXAMPLE:	If version 15.4.1 of a 3GPP TS contains version "1.1.1" of API A, B and C, and a version 16.0.0 of this 3GPP TS is derived from version 15.4.1, TS version 16.0.0 can contain version "1.2.0.alpha-1" of API A (if all changes made are backward compatible), version "2.0.0.alpha-1" of API B (if some changes are no backward compatible) and version "1.1.1" of API C (if no changes were made).
The 3GPP TS defining the API is indicated in the OpenAPI specification of the API, as described in clause 5.3.4.

* * * End of Changes * * * *

