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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc89034985][bookmark: _Toc89064783][bookmark: _Toc89180084][bookmark: _Toc97071763][bookmark: _Toc120051165][bookmark: _Toc122025527]5.6.2.5	ContextStatusNotify
The ContextStatusNotify service operation shall be used by the AMF to notify status change of a broadcast MBS session context to the NF Service Consumer (e.g. MB-SMF).
It is used in the following procedures:
-	MBS Session Start for Broadcast (see clause 7.3.1 of 3GPP TS 23.247 [55]);
-	MBS Session Update for Broadcast (see clause 7.3.3 of 3GPP TS 23.247 [55]);
-	Broadcast MBS Session Release Require (see clause 7.3.6 of 3GPP TS 23.247 [55]).
-	Broadcast MBS session restoration by MB-SMF (see clause 8.3.2.3 of 3GPP TS 23.527 [33]).
-	Selecting an alternative AMF for a Broadcast MBS Session at AMF failure (see clause 8.3.2.4 of 3GPP TS 23.527 [33]).
-	Transport change for resource sharing across broadcast MBS Sessions in network sharing (see clause 7.3.x of 3GPP TS 23.247 [55]).
The AMF shall notify status change of a broadcast MBS session context to the NF Service Consumer (e.g. MB-SMF) by using the HTTP POST method as shown in Figure 5.6.2.5-1.


Figure 5.6.2.5-1: Broadcast MBS session context status change notification
1.	The AMF shall send a POST request targeting the notification URI received from the NF Service Consumer. The payload body of the POST request shall contain the following information:
-	MBS Session ID (i.e. TMGI, or TMGI and NID for an MBS session in an SNPN);
-	Area Session ID, if this is a Location dependent broadcast MBS service;
-	one or more N2 MBS Session Management containers, if N2 MBS Session Management information (e.g. MBS Session Setup or Modification Response Transfer IE, MBS Session Setup or Modification Failure Transfer IE or MBS Session Release Response Transfer IE or Boardcast Session Transport Request Transfer IE in 3GPP TS 38.413 [12]) has been received from one or more NG-RANs that needs to be transferred to the NF Service Consumer; for each N2 MBS Session Management container sent towards the MB-SMF, the AMF shall insert the identifier of the NG-RAN node that generated it in the corresponding entry of the n2MbsSmInfoList attribute.
Editor's Note: The NGAP message name and IE type need to be aligned with 3GPP TS 38.413.
-	the operationStatus IE indicating the completion of the Broadcast MBS session establishment or update, if the NF Service Consumer has requested to establish or update the Broadcast MBS session context and a response has been received from all NG-RANs; and
-	the operationStatus IE indicating the incompletion of the Broadcast MBS session establishment or update, if the NF Service Consumer has requested to establish or update the Broadcast MBS session context including a maximum response time and the AMF has not received responses from all NG-RANs before the maximum response time elapses.
-	The AMF may include an operationEvent attribute in the MBS Context Status Notification request to report the MB-SMF:
-	a NG-RAN failure event, e.g. the NG-RAN failure with or without restart, as specified in clause 8.3.2.3 of 3GPP TS 23.527 [33]);
-	that a new AMF has taken over the control of the broadcast MBS session upon an AMF failure as specified in clause 8.3.2.4 of 3GPP TS 23.527 [33]).
2a.	On success, the NF Service Consumer shall return a "204 No Content". If the NF Service Consumer has received a ContextStatusNotification with a N2 MBS Session Management container containing ngapData for Broadcast Session Transport Request Transfer IE, it shall return a "200 OK" with the ContextStatusNotificationResponse which includes the ngapData for Broadcast Session Transport Response Transfer IE. 
Editor’s Note: Whether it is required to introduce "200 OK" as Acknowledge to ContextStatusNotify request is FFS.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.5.5.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails attribute with the "cause" attribute set to one of the application errors listed in Table 6.5.5.2.3.1-3.

*** Next Change ***
[bookmark: _Toc97072264][bookmark: _Toc120051674][bookmark: _Toc122026038]6.5.6.3.4	Enumeration: NgapIeType
Table 6.5.6.3.4-1: Enumeration NgapIeType
	Enumeration value
	Description

	"MBS_SES_REQ"
	MBS Session Setup or Modification Request Transfer

	"MBS_SES_RSP"
	MBS Session Setup or Modification Response Transfer

	"MBS_SES_FAIL"
	MBS Session Setup or Modification Failure Transfer

	"MBS_SES_REL_RSP"
	MBS Session Release Response Transfer

	"MBS_SES_TRA_REQ"
	Broadcast Session Transport Request Transfer



*** End of Changes ***
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