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* * * First Change * * * *
[bookmark: _Toc89034984][bookmark: _Toc89064782][bookmark: _Toc89180083][bookmark: _Toc97071762][bookmark: _Toc120051164][bookmark: _Toc122025526]5.6.2.4	ContextRelease
The ContextRelease service operation shall be used by the NF Service Consumer (e.g. MB-SMF) to request the AMF to release a broadcast MBS session context.
It is used in the following procedures:
-	MBS Session Release for Broadcast (see clause 7.3.2 of 3GPP TS 23.247 [55]).
The NF Service Consumer (e.g. MB-SMF) shall release a broadcast MBS session context by using the HTTP DELETE method as shown in Figure 5.6.2.4-1.


Figure 5.6.2.4-1: Broadcast MBS session context creationrelease
1.	The NF Service Consumer shall send a DELETE request targeting the individual Broadcast MBS session context resource to be released in the AMF.
2a.	On success, "204 No Content" shall be returned.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.5.3.3.3.1-3 shall be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.5.3.3.3.1-3.
	The AMF may send one or more Namf_MBSBroadcast_ContextStatusNotify request including an operationEvent attribute to report the MB-SMF about failure to reach one or more NG-RANs.

* * * End of Changes * * * *
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