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* * * First Change * * * *
[bookmark: _Toc122082158][bookmark: _Toc122086263]5.2.2.2.22	Prose Subscription Data Retrieval
Figure 5.2.2.2.22-1 shows a scenario where the NF service consumer (e.g. 5G DDNMF, 5G PKMF, PAnF) sends a request to the UDM to receive the UE's ProSe Subscription Data. The request contains the UE's identity (/{supi}), the type of the requested information (/prose-data) and query parameters (supported-features).


Figure 5.2.2.2.22-1: Requesting a UE's ProSe Subscription Data
1.	The NF service consumer (e.g. 5G DDNMF, 5G PKMF, PAnF) sends a GET request to the resource representing the UE's ProSe Subscription Data, with query parameters indicating the supported-features.
2a.	On Success, the UDM responds with "200 OK" with the message body containing the UE's ProSe Data as relevant for the requesting NF service consumer.
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.

* * * Next Change * * * *
[bookmark: _Toc122082480]6.1.3.30	Resource: ProseSubscriptionData (Document)
[bookmark: _Toc58583124][bookmark: _Toc122082481]6.1.3.30.1	Description
This resource represents the subscribed ProSe Data for a UE. It is queried by the 5G DDNMF, 5G PKMF, PAnF.
[bookmark: _Toc58583125][bookmark: _Toc122082482]6.1.3.30.2	Resource Definition
Resource URI: {apiRoot}/nudm-sdm/<apiVersion>/{supi}/prose-data
This resource shall support the resource URI variables defined in table 6.1.3.30.2-1.
Table 6.1.3.30.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	supi
	Supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: See pattern of type Supi in 3GPP TS 29.571 [7]



[bookmark: _Toc58583126][bookmark: _Toc122082483]6.1.3.30.3	Resource Standard Methods
[bookmark: _Toc58583127]6.1.3.30.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.30.3.1-1.
Table 6.1.3.30.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



UDM shall return the ProSe Data for the UE identified by the supi.
This method shall support the request data structures specified in table 6.1.3.30.3.1-2 and the response data structures and response codes specified in table 6.1.3.30.3.1-3.
Table 6.1.3.30.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.30.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ProseSubscriptionData
	M
	1
	200 OK
	Upon success, a response body containing the ProSe Subscription Data shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.




* * * End of Changes * * * *
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