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	Reason for change:
	The description of ProSe Service Authorization in the < Table 5.2.3.3.1-1: UE Subscription data types > of TS 23.502 is:

The ProSe Service Authorization: 
Indicates whether the UE is authorized to use ProSe Direct Discovery, ProSe Direct Communication, or both and whether the UE is authorized to use or serve as a ProSe UE-to-Network Relay.
That is, the UE subscription should include the authorization related to ProSe UE-to-Network Relay.

This also indicated in the clause <5.7 Subscription to 5G ProSe> of TS 23.304: 

The subscription information in the UDM contains information to give the user permission to use 5G ProSe.
…
The following subscription information is defined for 5G ProSe:
-	subscription for open 5G ProSe Direct Discovery for NR PC5:
-	open 5G ProSe Direct Discovery Model A.
-	subscription for restricted 5G ProSe Direct Discovery for NR PC5:
-	restricted 5G ProSe Direct Discovery Model A;
-	restricted 5G ProSe Direct Discovery Model A with application-controlled extension;
-	restricted 5G ProSe Direct Discovery Model A with "on demand" announcing;
-	restricted 5G ProSe Direct Discovery Model B.
-	subscription for Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication for NR PC5.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-2 UE-to-Network Relay.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-3 UE-to-Network Relay.
-	subscription for 5G ProSe Layer-2 Remote UE access via 5G ProSe Layer-2 UE-to-Network Relay
-	subscription for 5G ProSe Layer-3 Remote UE access via 5G ProSe Layer-3 UE-to-Network Relay
-	UE-PC5-AMBR for NR PC5.
…
However, this information is missing in the stage 3 specification.
This CR adapts the data type ProseServiceAuth according to above stage 2 definition.
 


	
	

	Summary of change:
	1/ Add new values to ProseServiceAuth


	
	

	Consequences if not approved:
	Stage 2 requirement about the authorization information for ProSe UE-to-Network Relay cannot be fulfilled.
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	Other comments:
	This CR introduces backward compatible changes to the following Open API files: 
TS29571_CommonData.yaml
TS29503_Nudm_SDM.yaml
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[bookmark: _Toc24937650][bookmark: _Toc33962465][bookmark: _Toc42883227][bookmark: _Toc49733095][bookmark: _Toc56684952][bookmark: _Toc106618953][bookmark: _Toc24937655][bookmark: _Toc33962470][bookmark: _Toc42883232][bookmark: _Toc49733100][bookmark: _Toc56684957][bookmark: _Toc106618958][bookmark: _Toc89035177][bookmark: _Toc89064975][bookmark: _Toc89180274][bookmark: _Toc97071953][bookmark: _Toc98542242]* * * First Change * * *
[bookmark: _Toc56754091][bookmark: _Toc58587925][bookmark: _Toc88743115][bookmark: _Toc101254025][bookmark: _Toc101254464][bookmark: _Toc104112176][bookmark: _Toc104192353][bookmark: _Toc104192917][bookmark: _Toc122094768]5.4.4.68	Type: ProseServiceAuth
Table 5.4.4.68-1: Definition of type ProseServiceAuth
	Attribute name
	Data type
	P
	Cardinality
	Description

	proseDirectDiscoveryAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use ProSe Direct Discovery.

	proseDirectCommunicationAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to use ProSe Direct Communication.

	proseL2RelayAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as 5G ProSe Layer-2 UE-to-Network Relay.

	proseL3RelayAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as 5G ProSe Layer-3 UE-to-Network Relay.

	proseL2RemoteAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as 5G ProSe Layer-2 Remote UE.

	proseL3RemoteAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized to act as 5G ProSe Layer-3 Remote UE.




* * * Next Change * * *
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc122094893]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.5.0-alpha.1'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved. 

*************************** Text Skipped for Clarity*****************************

    SdRange:
      description: A range of SDs (Slice Differentiators)
      type: object
      properties:
        start:
          type: string
          pattern: '^[A-Fa-f0-9]{6}$'
          description: >
            First value identifying the start of an SD range. This string shall be formatted as
            specified for the sd attribute of the Snssai data type in clause 5.4.4.2.
        end:
          type: string
          pattern: '^[A-Fa-f0-9]{6}$'
          description: >
            Last value identifying the end of an SD range. This string shall be formatted as
            specified for the sd attribute of the Snssai data type in clause 5.4.4.2.

    ProseServiceAuth:
      description: >
        Indicates whether the UE is authorized to use ProSe Direct Discovery, ProSe Direct
        Communication, or bothrelated services.
      type: object
      properties:
        proseDirectDiscoveryAuth:
          $ref: '#/components/schemas/UeAuth'
        proseDirectCommunicationAuth:
          $ref: '#/components/schemas/UeAuth'
        proseL2RelayAuth:
          $ref: '#/components/schemas/UeAuth'
        proseL3RelayAuth:
          $ref: '#/components/schemas/UeAuth'
        proseL2RemoteAuth:
          $ref: '#/components/schemas/UeAuth'
        proseL3RemoteAuth:
          $ref: '#/components/schemas/UeAuth'

*************************** Text Skipped for Clarity*****************************

* * * End of Changes * * *

