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[bookmark: _Toc120300741]…
27.22.4.26.8	LAUNCH BROWSER (NG-RAN bearer)
…
27.22.4.26.8.4	Method of test
…
27.22.4.26.8.4.2	Procedure
…
***** start of changes ****
Expected Sequence 8.4 (LAUNCH BROWSER, Trigger LAUNCH BROWSER during mobile originated call )
	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	The ME is configured to register for IMS after switch on.
	[The terminal might need to be configured with an entry linking the Gateway/Proxy Identity in the proactive command with the corresponding connectivity parameters in the mobile. The browser's cache shall have been cleared.]

	1
	User  ME
	The ME is made to attemptSet up an IMS voice call to "+01234567890123456789"
	Call needs to be connected and held

	2
	ME  NG-SSUICC
	ENVELOPE: SMS-PP DOWNLOAD 8.4.1Establish IMS voice call
	The established IMS voice call needs to be held

	3
	UICC ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 8.4.1
	

	4
	ME  UICC
	FETCH
	

	5
	UICC  ME
	PROACTIVE COMMAND: LAUNCH BROWSER 8.4.1
	[connect to the defined URL, "launch browser, if not already launched, 1 bearer specified, gateway/proxy id specified]

	6
	ME  USER
	ME may display a default message
	

	7
	USER  ME
	The user may confirm the launch browser.
	[option: user confirmation]

	8
	ME  UICC
	TERMINAL RESPONSE: LAUNCH BROWSER 8.4.1
	[Command performed successfully] 

	9
	ME  NG-SS 
	The ME attempts to connect the URL specified in LAUNCH BROWSER command using the requested bearer and proxy identity
	[The NG-SS shall handle the request of additional URLs as defined in the initial conditions clause]

	10
	UICC  ME
	PROACTIVE UICC SESSION ENDED
	

	11
	USER  ME
	The user verifies that the browser session is properly established with the required bearer.
	The IMS voice call can be ended



***** next change ****
ENVELOPE: SMS-PP DOWNLOAD  8.4.1 
Logically:
Device identities
Source device:	Network
Destination device:	UICC
Address
TON: International number
NPI:	 "ISDN / telephone numbering plan"
Dialling number string:  "+01234567890123456789"
SMS TPDU
TP-MTI:	SMS-DELIVER
TP-MMS:	 No more messages waiting for the MS in this SC
TP‑RP:  TP-Reply-Path is not set in this SMS-DELIVER
TP-UDHI: TP-UD field contains only the short message 
TP-SRI:	A status report will not be returned to the SME 
TP-OA 
TON:  International number
NPI:	 "ISDN / telephone numbering plan" 
Address value	"1234"
TP-PID : (U)SIM Data download
TP-DCS: 
	Coding Group: Data coding/message class
	Message Code: 8-bit data
Message Class: Class 2 (U)SIM Specific Message
TP-SCTS: 01/01/98 00:00:00 +0
TP-UDL:08
TP-UD: 3132333435363738
[bookmark: MCCQCTEMPBM_00000087]
	BER-TLV:
	D1
	23
	82
	02
	83
	81
	06
	04
	02
	91
	00
	11

	
	22
	0B
	17
	04
	04
	91
	21
	43
	7F
	F6
	89
	10

	
	10
	00
	00
	00
	00
	08
	31
	32
	33
	34
	35
	36

	
	37
	38
	
	
	
	
	
	
	
	
	
	



***** end of changes *****
…
