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[bookmark: _Toc11247897][bookmark: _Toc27045041][bookmark: _Toc36034092][bookmark: _Toc45132239][bookmark: _Toc49776524][bookmark: _Toc51747444][bookmark: _Toc66361023][bookmark: _Toc68105528][bookmark: _Toc74756160][bookmark: _Toc105675037][bookmark: _Toc122111089][bookmark: _Toc28013326][bookmark: _Toc36040081][bookmark: _Toc44692694][bookmark: _Toc45134155][bookmark: _Toc49607219][bookmark: _Toc51763191][bookmark: _Toc58850086][bookmark: _Toc59018466][bookmark: _Toc68169472][bookmark: _Toc114211628][bookmark: _Toc122116021]5.14.3.3.3.2	PUT
The PUT method allows changing the service information of an active subscription. The properties "ueIpv4Addr" or "ueIpv6Addr" shall remain unchanged from previously provided value.
This method shall support request and response data structures, and response codes, as specified in the table 5.14.3.3.3.2-1.
Table 5.14.3.3.3.2-1: Data structures supported by the PUT request/response by the resource
	Request body
	Data type
	Cardinality
	Remarks

	
	AsSessionWithQoSSubscription
	1
	Set up AS session with required QoS.

	Response body
	
Data type
	
Cardinality
	Response
codes
	
Remarks

	
	AsSessionWithQoSSubscription
	1
	200 OK
	The subscription was modified successfully. 

The SCEF shall return an updated subscription in the response payload body.

	
	none
	
	204 No Content
	The subscription was updated successfully.

	
	none
	
	307 Temporary Redirect
	Temporary redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in clause 5.2.10.

	
	none
	
	308 Permanent Redirect
	Permanent redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in clause 5.2.10.

	
	ProblemDetails
	0..1
	403 Forbidden
	(NOTE b)

	NOTE a:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.6-1 also apply.
NOTE b:	Failure cases are described in clause 5.14.5.3.



Table 5.14.3.3.3.2-2: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



Table 5.14.3.3.3.2-3: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



* * * Next Change * * * *
[bookmark: _Toc11247898][bookmark: _Toc27045042][bookmark: _Toc36034093][bookmark: _Toc45132240][bookmark: _Toc49776525][bookmark: _Toc51747445][bookmark: _Toc66361024][bookmark: _Toc68105529][bookmark: _Toc74756161][bookmark: _Toc105675038][bookmark: _Toc122111090]5.14.3.3.3.3	PATCH
The PATCH method allows to change the service information of an active subscription.
This method shall support request and response data structures, and response codes, as specified in the table 5.14.3.3.3.3-1.
Table 5.14.3.3.3.3-1: Data structures supported by the PATCH request/response by the resource
	Request body
	Data type
	Cardinality
	Remarks

	
	AsSessionWithQoSSubscriptionPatch
	1
	Partial update of an AS session with required QoS.

	Response body
	
Data type
	
Cardinality
	Response
codes
	
Remarks

	
	AsSessionWithQoSSubscription
	1
	200 OK
	The subscription was modified successfully. 

The SCEF shall return an updated subscription in the response payload body.

	
	none
	
	204 No Content
	The subscription was modified successfully.

	
	none
	
	307 Temporary Redirect
	Temporary redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in clause 5.2.10.

	
	none
	
	308 Permanent Redirect
	Permanent redirection, during subscription modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative SCEF.
Redirection handling is described in clause 5.2.10.

	
	ProblemDetails
	0..1
	403 Forbidden
	(NOTE b)

	NOTE a:	The mandatory HTTP error status codes for the PATCH method listed in table 5.2.6-1 also apply.
NOTE b:	Failure cases are described in clause 5.14.5.3.



Table 5.14.3.3.3.3-2: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



Table 5.14.3.3.3.3-3: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative SCEF.



* * * Next Change * * * *
[bookmark: _Toc122111106]5.14.5.3	Application Errors
The application errors defined for AsSessionWithQoS API are listed in table 5.14.5.3-1.
Table 5.14.5.3-1: Application errors
	Application Error
	HTTP status code
	Description
	Applicability

	[bookmark: _Hlk127820109]INVALID_SESSION_UPDATE
	403 Forbidden
	Indicates that the session is not allowed to be updated since one or more of the received parameters can not be served in current session. The AF can retry with a new session.
	



* * * End of Changes * * * *
