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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc24868668][bookmark: _Toc34154130][bookmark: _Toc36041074][bookmark: _Toc36041387][bookmark: _Toc43196644][bookmark: _Toc43481414][bookmark: _Toc45134691][bookmark: _Toc51189223][bookmark: _Toc51763899][bookmark: _Toc57206131][bookmark: _Toc59019472][bookmark: _Toc68170145][bookmark: _Toc83234186][bookmark: _Toc90661582][bookmark: _Toc120544547]7.4.1.4.2.2	Type: MulticastSubscription
Table 7.4.1.4.2.2-1: Definition of type MulticastSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valGroupId
	string
	M
	1
	The identity of the group that the MBMS bearer is requested for.
	

	anncMode
	ServiceAnnoucementMode
	M
	1
	Indicates whether the service announcement is sent by NRM server or by the VAL server.
	

	multiQosReq
	string
	M
	1
	The QoS requirement for the multicast.
	

	locArea
	MbmsLocArea
	O
	0..1
	Indicate the area where the MBMS bearer is requested for.
	

	duration
	DateTime
	O
	0..1
	Identifies the absolute time at which the subscription resource is considered to expire. When omitted in the request, it indicates the resource is requested to be valid forever by the VAL server. When omitted in the response, it indicates the resource is set to valid forever by the VAL server.
	

	tmgi
	Uint32
	O
	0..1
	TMGI. 
Shall be provided by the NRM server if announcement mode is set to VAL.
	

	localMbmsInfo
	LocalMbmsInfo
	O
	0..1
	Contains the local MBMS information. The information only can be provided by the NF service consumer in the trust domain.
	LocalMBMS

	localMbmsActInd
	boolean
	O
	0..1
	Set to true by the NF service consumer to indicate that the local MBMS is activated.
Set to false or omitted otherwise.
	LocalMBMS

	notifUri
	Uri
	M
	1
	Identifies the notification URI where the NRM notification shall be sent to.
	

	reqTestNotif
	boolean
	O
	0..1
	Set to true by the NF service consumer to request the VAE server to send a test notification as defined in clause 6.63.5.3. Set to false or omitted otherwise.
	Notification_test_event

	wsNotifCfg
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 6.63.5.4.
	Notification_websocket

	suppFeat
	SupportedFeatures
	C
	0..1
	Used to negotiate the applicability of optional features defined in table 7.4.1.6-1.
This parameter may be supplied by the VAL server in the POST request that requests the creation of a Multicast Subscription resource and shall be supplied in the corresponding POST response if it was present in the request.
	

	upIpv4Addr
	Ipv4Addr
	O
	0..1
	Ipv4address of the user plane. (NOTE)
	

	upIpv6Addr
	Ipv6Addr
	O
	0..1
	Ipv6address of the user plane. (NOTE)
	

	upPortNum
	Port
	O
	0..1
	UDP port number of the user plane.
	

	radioFreqs
	array(Uint32)
	O
	1..N
	The radio frequencies which may be provided by the NRM server.
	

	NOTE:		At least one of upIpv4Addr or upIpv6Addr shall be provided by the NRM server.




* * * Next Change * * * *
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Table 7.4.1.4.2.3-1: Definition of type UnicastSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valTgtUe
	ValTargetUe
	M
	1
	The identity of the VAL user or VAL UE that the unicast bearer is requested for.
	

	uniQosReq
	string
	O
	0..1
	The QoS requirement for the unicast.
	

	duration
	DateTime
	O
	0..1
	Identifies the absolute time at which the subscription resource is considered to expire. When omitted in the request, it indicates the resource is requested to be valid forever by the VAL server. When omitted in the response, it indicates the resource is set to valid forever by the VAL server.
	

	notifUri
	Uri
	M
	1
	Identifies the notification URI where the NRM notification shall be sent to.
	

	reqTestNotif
	Boolean
	O
	0..1
	Set to true by the NF service consumer to request the VAE server to send a test notification as defined in clause 6.63.5.3. Set to false or omitted otherwise.
	Notification_test_event

	wsNotifCfg
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 6.63.5.4.
	Notification_websocket

	suppFeat
	SupportedFeatures
	O
	1
	This parameter may be supplied by VAL server in the POST request that request the creation of a Unicast Subscription resource and may be supplied in the reply of corresponding request.
	




* * * Next Change * * * *
[bookmark: _Toc120544595]7.4.2.4.2.7	Type: MonitoringSubscription
Table 7.4.2.4.2.7-1: Definition of type MonitoringSubscription
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	valUeIds
	array(ValTargetUe)
	C
	1..N
	List of VAL UEs which measurement data reporting is requested (NOTE 1).
	

	valGroupId
	string
	C
	0..1
	The group ID used for the VAL group for which measurement data reporting is requested (NOTE 1).
	

	valStreamIds
	array(string)
	C
	1..N
	List of VAL streams for which measurement data reporting is requested (NOTE 1)
	

	measReqs
	MeasurementRequirements
	O
	0..1
	It indicates the measurement requirements (NOTE 2).
	

	reportReqs
	ReportingRequirements
	O
	0..1
	It indicates the requested requirements of reporting (NOTE 3).
	

	notifiUri
	Uri
	C
	0..1
	It indicates the URI where the notification should be delivered to. The notifiUri attribute shall be presented for subscription without immediate report.
	

	monRep
	MonitoringReport
	C
	0..1
	Contains the unicast QoS monitoring data reporting.

The NRM server shall provide this attribute when immediate reporting is requested and the requested data is available.
	

	reqTestNotif
	boolean
	O
	0..1
	Set to true by the NF service consumer to request the VAL server to send a test notification as defined in clause 6.63.5.3. Set to false or omitted otherwise.
	Notification_test_event

	wsNotifCfg
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in clause 6.63.5.4.
	Notification_websocket

	suppFeat
	SupportedFeatures
	C
	0..1
	This parameter shall be supplied by VAL server in the POST request that request the creation of an individual measurement resource and shall be supplied in the reply of corresponding request.
	

	NOTE 1: 	Only one of these attributes shall be provided.
NOTE 2: 	If absent, the default values shall be used.
NOTE 3: 	If absent, the default event triggered reporting is used.




* * * End of changes * * * *
