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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc120544260][bookmark: _Toc68169952][bookmark: _Toc83233993][bookmark: _Toc90661356][bookmark: _Toc112857911][bookmark: _Toc24868439][bookmark: _Toc34153929][bookmark: _Toc36040873][bookmark: _Toc36041186][bookmark: _Toc43196451][bookmark: _Toc43481221][bookmark: _Toc45134498][bookmark: _Toc51189030][bookmark: _Toc51763706][bookmark: _Toc57205938][bookmark: _Toc59019279][bookmark: _Toc90661175]5.3.1.2.4.2	VAL server creating new group using Create_Group service operation
To create a VAL group, the VAL server shall send a HTTP POST message to the group management server. The body of the POST message shall include VAL group document information as specified in clause 7.2.1.2.2.3.1. The VAL server shall use this service operation to create the location-based VAL group as specified for Create_LocationBasedGroup_Info service operation of SS_GroupManagement API, in 3GPP TS 23.434 [2].
Upon receiving HTTP POST message, the group management server shall:
1.	verify the identity of the VAL server and check if the VAL server is authorized to create VAL group document;
2.	if the VAL group document information in the request includes location criteria, shall obtain the list of VAL users or VAL UEs within the requested location criteria information from the Location Management server and include them in VAL group members of the new VAL group;
a.	if the "valServiceIds" attribute within VALGroupDocument structure was present in the received VAL group document information and the received response from the location management server does not include the identical list of the VAL service IDs as defined in the "valServiceIds" attribute within VALGroupDocument structure, the group management server shall retrieve the VAL service data from the configuration management server for the missed VAL service IDs and include the relevant VAL users or VAL UEs in the VAL group members of the new VAL group;
3.	if the VAL group document information in the request includes 5G LAN-Type communication, invoke the 5GLANParameterProvision API towards the NEF via an HTTP POST message as defined in clause 4.4.15.2 of 3GPP TS 29.522 [28]; and
4.	if the VAL server is authorized to create VAL group document, shall create a new resource as defined in 7.2.1.2.2.3.1 and return the VAL group document and its Resource URI in the response message; and.
5.	if the group management server is unable to satisfy the request, the group management server shall respond to the VAL server with an appropriate error status code as defined in clause 7.2.1.5.
NOTE:	The group management server maintains a mapping between DNN and S-NSSAI of the 5GVN group and the VAL server requester identity based on operator policy. How such mapping is configured is implementation specific and out of the scope of this specification.

* * * End of changes * * * *
