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* * * First Change * * * *
[bookmark: _Toc28009849][bookmark: _Toc34061969][bookmark: _Toc36036725][bookmark: _Toc43284972][bookmark: _Toc45132751][bookmark: _Toc51193445][bookmark: _Toc51760644][bookmark: _Toc59015094][bookmark: _Toc59015610][bookmark: _Toc68165652][bookmark: _Toc83229748][bookmark: _Toc90648948][bookmark: _Toc105593842][bookmark: _Toc114209556][bookmark: _Toc120634955][bookmark: _Toc97203186][bookmark: _Toc81558542][bookmark: _Toc85876993][bookmark: _Toc90112977][bookmark: _Toc51847065][bookmark: _Toc57022696][bookmark: _Toc82556862][bookmark: _Toc27745105][bookmark: _Toc29803257][bookmark: _Toc35970047][bookmark: _Toc36050841][bookmark: _Toc44847560][bookmark: _Toc51845214][bookmark: _Toc51845545][bookmark: _Toc57017614][bookmark: _Toc82555487][bookmark: _Toc51845218][bookmark: _Toc51845549][bookmark: _Toc57017618][bookmark: _Toc82555492][bookmark: _Toc57017474][bookmark: _Toc82555351][bookmark: _Toc51845075][bookmark: _Toc51845406][bookmark: _Toc51846926][bookmark: _Toc57022553][bookmark: _Toc82556706]8.2.4.3.3	Enumeration: Protocol
Table 8.2.4.3.3-1: Enumeration Protocol
	Enumeration value
	Description
	Applicability

	HTTP_1_1
	HTTP version 1.1
	

	HTTP_2
	HTTP version 2
	

	MQTT
	Message Queuing Telemetry Transport

(NOTE)
	ExtProtocDataFormats

	WEBSOCKET
	Websocket

(NOTE)
	ExtProtocDataFormats

	NOTE:	This enumeration value shall not be provided for AEFs defined by 3GPP (e.g. SCEF, NEF). It may only be provided for AEFs defined outside 3GPP (e.g. by other SDOs).



Editor's Note:	Whether the additional possible data formats / protocols for non-3GPP AEFs is conveyed via this enumeration or via an alternative mechanism is FFS.
* * * Next Change * * * *
[bookmark: _Toc28009850][bookmark: _Toc34061970][bookmark: _Toc36036726][bookmark: _Toc43284973][bookmark: _Toc45132752][bookmark: _Toc51193446][bookmark: _Toc51760645][bookmark: _Toc59015095][bookmark: _Toc59015611][bookmark: _Toc68165653][bookmark: _Toc83229749][bookmark: _Toc90648949][bookmark: _Toc105593843][bookmark: _Toc114209557][bookmark: _Toc120634956]8.2.4.3.4	Enumeration: DataFormat
Table 8.2.4.3.4-1: Enumeration DataFormat
	Enumeration value
	Description
	Applicability

	JSON
	Serialization protocol: JavaScript Object Notation
	

	BSON
	Short name for Binary JSON

(NOTE)
	ExtProtocDataFormats

	CBOR
	Concise Binary Object Representation

(NOTE)
	ExtProtocDataFormats

	XML
	Extensible Markup Language

(NOTE)
	ExtProtocDataFormats

	PROTOBUF3
	Protocol buffers version 3

(NOTE)
	ExtProtocDataFormats

	NOTE:	This enumeration value shall not be provided for AEFs defined by 3GPP (e.g. SCEF, NEF). It may only be provided for AEFs defined outside 3GPP (e.g. by other SDOs).



Editor's Note:	Whether the additional possible protocols / data formats for non-3GPP AEFs is conveyed via this enumeration or via an alternative mechanism is FFS.
* * * Next Change * * * *
[bookmark: _Toc28009855][bookmark: _Toc34061975][bookmark: _Toc36036731][bookmark: _Toc43284978][bookmark: _Toc45132757][bookmark: _Toc51193451][bookmark: _Toc51760650][bookmark: _Toc59015100][bookmark: _Toc59015616][bookmark: _Toc68165658][bookmark: _Toc83229754][bookmark: _Toc90648954][bookmark: _Toc105593848][bookmark: _Toc114209562][bookmark: _Toc120634964]8.2.6	Feature negotiation
General feature negotiation procedures are defined in clause 7.8.
Table 8.2.6-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ApiSupportedFeaturePublishing
	Indicates the support of publishing with supported feature for a service API.

	2
	PatchUpdate
	Indicates the support of the PATCH method for updating an APF published API resource.

	3
	ExtendedIntfDesc
	Indicates the support of extended interface descriptions.

	4
	MultipleCustomOperations
	Indicates the support of modelling multiple custom operations associated with a resource.

	5
	ExtProtocDataFormats
	Indicates the support of more protocols and data formats, besides HTTP/JSON.

(NOTE)

	NOTE:	This feature is only applicable for AEFs defined outside 3GPP (e.g. by other SDOs). It does not apply to AEFs defined by 3GPP (e.g. SCEF, NEF).



* * * * End of Changes * * * *
