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	Reason for change:
	The approved TS 29.519 CR 0327r2 adding the allowedDelay attribute in the PfdDataForAppExt data type in clause 6.4.2.6, while the implemented TS 29.519 v17.7.0 wrongly adding the allowedDelay attribute in the TrafficInfluSub data type in clause 6.4.2.4. Hence need to be corrected in this specification with the allowedDelay attribute in the PfdDataForAppExt data type in clause 6.4.2.6.

	
	

	Summary of change:
	Add the allowedDelay attribute in the PfdDataForAppExt data type in clause 6.4.2.6 and remove the allowedDelay attribute in the TrafficInfluSub data type in clause 6.4.2.4..
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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc98182983][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]*** 1st Change ***
[bookmark: _Toc34123810][bookmark: _Toc36038554][bookmark: _Toc36038642][bookmark: _Toc36038833][bookmark: _Toc44680774][bookmark: _Toc45133686][bookmark: _Toc45133777][bookmark: _Toc49417475][bookmark: _Toc51762442][bookmark: _Toc58838158][bookmark: _Toc59017171][bookmark: _Toc68168317][bookmark: _Toc112660821]6.4.2.4	Type TrafficInfluSub
Table 6.4.2.4-1: Definition of type TrafficInfluSub
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	dnns
	array(Dnn)
	O
	1..N
	Each element identifies a DNN.
	

	snssais
	array(Snssai)
	O
	1..N
	Each element identifies a slice.
	

	internalGroupIds
	array(GroupId)
	O
	1..N
	Each element identifies a group of users.(NOTE 2)
	

	supis
	array(Supi)
	O
	1..N
	Each element identifies the user.
	

	notificationUri
	Uri
	M
	1
	URI provided by the NF service consumer indicating where to receive the subscribed notifications from the UDR.
	

	expiry
	DateTime
	C
	0..1
	This IE shall be included in a subscription response if, based on operator policy and taking into account the expiry time included in the request, the UDR needs to include an expiry time.
This IE may be included in a subscription request. When present, this IE shall represent the time after which the subscription becomes invalid.
The absence of this attribute in the subscription response means the subscription to be valid without an expiry time.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	Used to negotiate the applicability of the optional features. This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	resetIds
	array(string)
	O
	1..N
	This IE uniquely identifies a part of temporary data in UDR that contains the created resource.
This attribute may be provided in the response of successful resource creation.
	

	allowedDelay
	DurationSec
	O
	0..1
	Indicates that the list of PFDs in this request should be deployed within the time interval indicated by the Allowed Delay.
	

	NOTE 1:	At least one of "dnns", "snssais", "internalGroupIds" or "supis" shall be provided.
NOTE 2:	For the Traffic Influence Data applies to any UE, the "internalGroupIds" needs to have an entry set to "AnyUE".



*** 2nd Change ***
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Table 6.4.2.6-1: Definition of type PfdDataForAppExt
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	suppFeat
	SupportedFeatures
	O
	0..1
	Used to negotiate the applicability of the optional features. 

This attribute shall be provided in the PUT request and in the response of successful resource creation.
This attribute shall be provided in the HTTP GET response if the "supp-feat" attribute query parameter is included in the HTTP GET request.
	

	applicationId
	ApplicationId
	M
	1
	Identifier of an application.
	

	pfds
	array(PfdContent)
	M
	1..N
	PFDs for the application identifier.
	

	cachingTime
	DateTime
	O
	0..1
	Caching time for an application identifier.
	

	resetIds
	array(string)
	O
	1..N
	This IE uniquely identifies a part of temporary data in UDR that contains the created resource.
This attribute may be provided in the response of successful resource creation.
	

	allowedDelay
	DurationSec
	O
	0..1
	Indicates that the list of PFDs in this request should be deployed within the time interval indicated by the Allowed Delay.
	



*** End of Changes ***

