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* * * * First change * * * *
[bookmark: _Toc36038975][bookmark: _Toc44688391][bookmark: _Toc45133807][bookmark: _Toc49931487][bookmark: _Toc51762745][bookmark: _Toc58848378][bookmark: _Toc59017416][bookmark: _Toc66279405][bookmark: _Toc68168427][bookmark: _Toc83232879][bookmark: _Toc85549845][bookmark: _Toc90655327][bookmark: _Toc105600203][bookmark: _Toc122114208][bookmark: _Toc28012689][bookmark: _Toc36038961][bookmark: _Toc44688377][bookmark: _Toc45133793][bookmark: _Toc49931473][bookmark: _Toc51762731][bookmark: _Toc58848364][bookmark: _Toc59017402][bookmark: _Toc66279391][bookmark: _Toc68168413][bookmark: _Toc83232865][bookmark: _Toc85549831][bookmark: _Toc90655313][bookmark: _Toc105600189][bookmark: _Toc112662713][bookmark: _Toc85723420][bookmark: _Toc85723871][bookmark: _Toc113009731]5.4.2.24	Type ResourceItem
[bookmark: _Hlk22560818]Table 5.4.2.24-1: Definition of type ResourceItem 
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	monResourceUri
	Uri
	M
	1
	Represents the URI that identifies the monitored resource as defined in table 5.2.2-1.
(NOTE)
	

	items
	array(ItemPath)
	M
	1..N
	Represents fragments of the resource identified by the "monResourceUri" attribute, i.e. a subset of resource data, for which a modification triggers a notification. 
	

	NOTE:	The resource URI included in the "monResourceUri" attribute shall be one of the resource URIs included in the "monitoredResourceUris" attribute of the PolicyDataSubscription data type.



* * * * Next change * * * *
[bookmark: _Toc36038977][bookmark: _Toc44688393][bookmark: _Toc45133809][bookmark: _Toc49931489][bookmark: _Toc51762747][bookmark: _Toc58848380][bookmark: _Toc59017418][bookmark: _Toc66279407][bookmark: _Toc68168429][bookmark: _Toc83232881][bookmark: _Toc85549847][bookmark: _Toc90655329][bookmark: _Toc105600205][bookmark: _Toc122114210]5.4.2.26	Type UpdatedItem
Table 5.4.2.26-1: Definition of type UpdatedItem
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	item
	ItemPath
	M
	1
	This IE contains a JSON pointer value (as defined in IETF RFC 6901 [20]) that references a target location within the resource that identifies the resource fragment.
	

	value
	Any type
	M
	1
	This IE indicates the value of the resource fragment located at the target location within the resource specified in the "fragmentPathitem" attribute.
The data type of this attribute shall be the same as the type of the attribute or element located in the path. 
The null value shall be allowed.
	



* * * * Next change * * * *
[bookmark: _Toc28012705][bookmark: _Toc36038980][bookmark: _Toc44688396][bookmark: _Toc45133812][bookmark: _Toc49931492][bookmark: _Toc51762750][bookmark: _Toc58848385][bookmark: _Toc59017423][bookmark: _Toc66279412][bookmark: _Toc68168434][bookmark: _Toc83232887][bookmark: _Toc85549853][bookmark: _Toc90655335][bookmark: _Toc105600211][bookmark: _Toc122114218]5.4.3.2	Simple data types
The simple data types defined in table 5.4.3.2-1 shall be supported.
Table 5.4.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	IpIndex
	integer
	Information that identifies which IP pool or external server is used to allocate the IP address.
	

	ItemPath
	string
	It contains one JSON pointer value (as defined in IETF RFC 6901 [20]) that references a target location within the resource represented in the "monResource" attribute and "notifiedItems" attribute.
E.g. "/smPolicySnssaiData/<snssai>" represents the subscription to data changes in the SmPolicyData data document, in particular to the element of the "smPolicySnssaiData" map whose key is identified by the <snssai> value.
E.g. 2 "/smPolicySnssaiData/<snssai>/smPolicyDnnData/<dnn>" represents the subscription to data changes in the SmPolicyData data document, in particular to the element of the "smPolicySnssaiData" map whose key is identified by the <snssai> value and, within this one, to the element of the "smPolicyDnnData" map whose key is identified by the <dnn> value. 
(NOTE)
	ConditionalSubscriptionwithPartialNotification

	OsId
	string
	Operating System of the served UE. It contains a Universally Unique IDentifier (UUID) as specified in IETF RFC 4122 [17]. The format of the OS Id is represented in 3GPP TS 24.501 [11].
	

	NOTE:	The S-NSSAI value used as key of the map is encoded as a string as defined in 3GPP TS 29.571[7], clause 5.4.4.2.



* * * * End of changes * * * *
