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	Some query parameters defined in this specification do not follow the related naming convention (i.e. "lower-with-hyphen") defined in clause 5.1.3.3 of 3GPP TS 29.501, and hence generates the associated execution error "NAMING_CONVENTIONS" in 3GPP Forge (via the "Lint" tool).

	
	

	Summary of change:
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* * * * Start of changes * * * *
[bookmark: _Toc28012722][bookmark: _Toc36038997][bookmark: _Toc44688413][bookmark: _Toc45133829][bookmark: _Toc49931509][bookmark: _Toc51762767][bookmark: _Toc58848403][bookmark: _Toc59017441][bookmark: _Toc66279430][bookmark: _Toc68168452][bookmark: _Toc83232905][bookmark: _Toc85549871][bookmark: _Toc90655353][bookmark: _Toc105600229][bookmark: _Toc122114236][bookmark: _Toc70542019][bookmark: _Toc85528226][bookmark: _Toc97197761][bookmark: _Toc45134073][bookmark: _Toc83233149][bookmark: _Toc28012898][bookmark: _Toc59018035][bookmark: _Toc43388791][bookmark: _Toc63194105][bookmark: _Toc66233193][bookmark: _Toc34251343][bookmark: _Toc66233856][bookmark: _Toc94034146][bookmark: _Toc36103039][bookmark: _Toc104546057][bookmark: _Toc68169073][bookmark: _Toc100955399][bookmark: _Toc90656277][bookmark: _Toc56634740][bookmark: _Toc51763136][bookmark: _Toc112935840][bookmark: _Toc114134221][bookmark: _Toc120677451][bookmark: _Toc120679816][bookmark: _Toc28012503][bookmark: _Toc36038466][bookmark: _Toc45133737][bookmark: _Toc51762491][bookmark: _Toc59017063][bookmark: _Toc120797373]6.2.3.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.3.1-1.
Table 6.2.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	appId

(NOTE)
	array(ApplicationId)
	O
	1..N
	Contains the information of the application identifier(s) for the querying PFD Data resource.
If the appId query paremeter is not included in the URI, the query applies to all application identifier(s) for the querying PFD Data resource.
If the appId array contains one or more ApplicationId entries, the UDR returns an Individual PFD Data resource representation for each matched ApplicationId.

	supp-feat
	SupportedFeatures
	O
	0..1
	The features supported by the NF service consumer.

	NOTE:	The query parameter does not follow the related naming convention (i.e. "lower-with-hyphen") defined in clause 5.1.3.3 of 3GPP TS 29.501 [7]. This query parameter is however kept as currently defined in this specification for backward compatibility considerations.



This method shall support the request data structures specified in table 6.2.3.3.1-2 and the response data structures and response codes specified in table 6.2.3.3.1-3.
Table 6.2.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(PfdDataForAppExt)
	M
	0..N
	200 OK
	A representation of PFDs for request applications is returned.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * * Next changes * * * *
[bookmark: _Toc28012734][bookmark: _Toc36039009][bookmark: _Toc44688425][bookmark: _Toc45133841][bookmark: _Toc49931521][bookmark: _Toc51762779][bookmark: _Toc58848415][bookmark: _Toc59017453][bookmark: _Toc66279442][bookmark: _Toc68168464][bookmark: _Toc83232917][bookmark: _Toc85549883][bookmark: _Toc90655365][bookmark: _Toc105600241][bookmark: _Toc122114248][bookmark: _Toc105600327][bookmark: _Toc122114334]6.2.5.3.1	GET
This method shall support the URI query parameters specified in table 6.2.5.3.1-1.
Table 6.2.5.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	influence-Ids

(NOTE 2)
	array(string)
	O
	1..N
	Each element identifies a influenceId, i.e. an Individual Influence Data resource.

(NOTE 1)

	dnns
	array(Dnn)
	O
	1..N
	Each element identifies a DNN. The UDR shall return only Individual Influence Data resource(s) that match one of the provided DNNs.

(NOTE 1)

	snssais
	array(Snssai)
	O
	1..N
	Each element identifies a slice. The UDR shall return only Individual Influence Data resource(s) that match one of the provided S-NSSAIs.

(NOTE 1)

	internal-Group-Ids

(NOTE 2)
	array(GroupId)
	O
	1..N
	Each element identifies a group of users. The UDR shall return only Individual Influence Data resource(s) that match one of the provided internal group IDs.

(NOTE 1)

	supis
	array(Supi)
	O
	1..N
	Each element identifies a user. The UDR shall return only Individual Influence Data resource(s) that match one of the provided SUPIs.

(NOTE 1)

	supp-feat
	SupportedFeatures
	O
	0..1
	Identifies the features supported by the NF service consumer.

	NOTE 1:	At least one of the "influence-Ids", "dnns", "snssais", "internal-Groups-Ids" or "supis" attributes query parameters shall be provided.
NOTE 2:	The query parameter does not follow the related naming convention (i.e. "lower-with-hyphen") defined in clause 5.1.3.3 of 3GPP TS 29.501 [7]. This query parameter is however kept as currently defined in this specification for backward compatibility considerations.



NOTE:	The "internal-Goup-Ids" and the "supis" query parameter represent mutually exclusive resource properties, i.e., if both query parameters are simultaneously present in the same request, the search will not match any resource. 
When the request query contains more than one optional query parameters defined as an array, the UDR shall return the Individual Influence Data resources for each matching combination of the values of the elements of the array of the provided query parameters.
EXAMPLE:	If "snssais" query parameter is included with two S-NSSAI entries (S-NSSAI_1 and S-NSSAI_2) and "dnns" is included with two DNN entries (e.g. DNN_A and DNN_B), and the other optional query parameters are not included, the UDR shall return the Individual Influence Data resources for each matching S-NSSAI and DNN combination (for all the possible values for supi and groupId), i.e., the resource(s) matching SNSSAI_1 and DNN_A, the resource(s) matching SNSSAI_1 and DNN_B, the resource(s) matching SNSSAI_2 and DNN_A, and the resource(s) matching SNSSAI_2 and DNN_B.
To query for the Individual Influence Data resource(s) that apply to any UE, an entry of the "internal-Group-Ids" shall be set to "AnyUE".
This method shall support the request data structures specified in table 6.2.5.3.1-2 and the response data structures and response codes specified in table 6.2.5.3.1-3.
Table 6.2.5.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.5.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(TrafficInfluData)
	M
	0..N
	200 OK
	The Traffic Influence Data stored in the UDR are returned.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * * Next changes * * * *
[bookmark: _Toc28012747][bookmark: _Toc36039022][bookmark: _Toc44688438][bookmark: _Toc45133854][bookmark: _Toc49931534][bookmark: _Toc51762792][bookmark: _Toc58848428][bookmark: _Toc59017466][bookmark: _Toc66279455][bookmark: _Toc68168477][bookmark: _Toc83232930][bookmark: _Toc85549896][bookmark: _Toc90655378][bookmark: _Toc105600254][bookmark: _Toc122114261]6.2.7.3.2	GET
This method shall support the URI query parameters specified in table 6.2.7.3.2-1.
Table 6.2.7.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	O
	0..1
	Identifies a DNN.

	snssai
	Snssai
	O
	0..1
	Identifies a slice.

	internal-Group-Id

(NOTE 3)
	GroupId
	O
	0..1
	Identifies a group of users.

(NOTE 2)

	supi
	Supi
	O
	0..1
	Identifies a user.

	NOTE 1:	At least one of the above attribute shall be provided.
NOTE 2:	For the Traffic Influence Data applies to any UE, the "internal-Group-Id" sets to "AnyUE".
NOTE 3:	The query parameter does not follow the related naming convention (i.e. "lower-with-hyphen") defined in clause 5.1.3.3 of 3GPP TS 29.501 [7]. This query parameter is however kept as currently defined in this specification for backward compatibility considerations.



This method shall support the request data structures specified in table 6.2.7.3.2-2 and the response data structures and response codes specified in table 6.2.7.3.2-3.
Table 6.2.7.3.2-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.7.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(TrafficInfluSub)
	M
	0..N
	200 OK
	The subscription information as request in the request URI query parameter(s) are returned.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * * Next changes * * * *
6.2.19.3.1	GET
This method shall support the URI query parameters specified in table 6.2.19.3.1-1.
Table 6.2.19.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	O
	0..1
	Identifies a DNN.

	snssai
	Snssai
	O
	0..1
	Identifies a slice.

	internal-group-id
	GroupId
	O
	0..1
	Identifies a group of users.

	appId

(NOTE 2)
	string
	O
	0..1
	Identifies an application.

	NOTE 1:	At least one of the above attributes shall be provided.
NOTE 2:	The query parameter does not follow the related naming convention (i.e. "lower-with-hyphen") defined in clause 5.1.3.3 of 3GPP TS 29.501 [7]. This query parameter is however kept as currently defined in this specification for backward compatibility considerations.



This method shall support the request data structures specified in table 6.2.19.3.1-2 and the response data structures and response codes specified in table 6.2.19.3.1-3.
Table 6.2.19.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.19.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(EasDeployInfoData)
	M
	1..N
	200 OK
	The subscribed EAS Deployment information as request in the request URI query parameter(s) are returned.

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



* * * * End of changes * * * *
