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* * * First Change * * * *
[bookmark: _Toc510696590][bookmark: _Toc35971382][bookmark: _Toc36812113][bookmark: _Toc66224216][bookmark: _Toc66440520][bookmark: _Toc70541239][bookmark: _Toc83233915][bookmark: _Toc85526831][bookmark: _Toc88659467][bookmark: _Toc88832378][bookmark: _Toc90660265][bookmark: _Toc97194391][bookmark: _Toc112964104][bookmark: _Toc122117261][bookmark: _Toc28012845][bookmark: _Toc34266331][bookmark: _Toc36102502][bookmark: _Toc43563546][bookmark: _Toc45134092][bookmark: _Toc50032024][bookmark: _Toc51762944][bookmark: _Toc56641013][bookmark: _Toc59017981][bookmark: _Toc66231849][bookmark: _Toc68169010][bookmark: _Toc70550677][bookmark: _Toc83233130][bookmark: _Toc85553046][bookmark: _Toc85557145][bookmark: _Toc88667653][bookmark: _Toc90655938][bookmark: _Toc94064343][bookmark: _Toc98233730][bookmark: _Toc101244507][bookmark: _Toc104539102][bookmark: _Toc112951225][bookmark: _Toc113031765][bookmark: _Toc114133904][bookmark: _Toc120702405][bookmark: _Hlk525137310][bookmark: _Toc98501373][bookmark: _Toc106634664][bookmark: _Toc114825443][bookmark: _Toc122089474]4.2.2.1	Introduction
Table 4.2.2.1-1: Operations of the Naanf_AKMA Service
	Service operation name
	Description
	Initiated by

	Naanf_AKMA_AnchorKey_Register
	This service operation is used by an NF to store the AKMA related key material.
	AUSF

	Naanf_AKMA_ApplicationKey_Get
	This service operation is used by an NF to request the AKMA Application Key information for the UE
	NEF, AF

	Naanf_AKMA_ApplicationKey_AnonUser_Get
	This service operation is used by an AF to request the AKMA Application Key information for the UE when authorized AF are not expected to receive the SUPI of the UE
	AF

	Naanf_AKMA_ContextRemove
	This service operation is used by an NF to delete the AKMA related key material.
	AUSF



*** Next Change ***
[bookmark: _Toc35971397][bookmark: _Toc36812128][bookmark: _Toc66224231][bookmark: _Toc66440535][bookmark: _Toc70541254][bookmark: _Toc83233930][bookmark: _Toc85526849][bookmark: _Toc88659485][bookmark: _Toc88832396][bookmark: _Toc90660283][bookmark: _Toc97194409][bookmark: _Toc112964122][bookmark: _Toc122117279][bookmark: _Toc36812183][bookmark: _Toc66224260][bookmark: _Toc66440564][bookmark: _Toc70541284][bookmark: _Toc83233960][bookmark: _Toc85526883][bookmark: _Toc88659519][bookmark: _Toc88832430][bookmark: _Toc90660317][bookmark: _Toc97194442][bookmark: _Toc112964155][bookmark: _Toc122117312]5.1.2.3	HTTP custom headers
[bookmark: _Toc489605322][bookmark: _Toc492899753][bookmark: _Toc492900032][bookmark: _Toc492967834][bookmark: _Toc492972922][bookmark: _Toc492973142][bookmark: _Toc492974840][bookmark: _Toc510696606]The mandatory HTTP custom header fields specified in clause 5.2.3.2 of 3GPP TS 29.500 [4] shall be supported, and the optional HTTP custom header fields specified in clause 5.2.3.3 of 3GPP TS 29.500 [4] may be supported..
In this release of the specification, no specific custom headers are defined for the Naanf_AKMA Service API.

*** Next Change ***
[bookmark: _Toc35971446][bookmark: _Toc36812177][bookmark: _Toc66224255][bookmark: _Toc66440559][bookmark: _Toc70541279][bookmark: _Toc83233955][bookmark: _Toc85526878][bookmark: _Toc88659514][bookmark: _Toc88832425][bookmark: _Toc90660312][bookmark: _Toc97194437][bookmark: _Toc112964150][bookmark: _Toc122117307]5.1.7.3	Application Errors
The application errors defined for the Naanf_AKMA  service are listed in Table 5.1.7.3-1.
Table 5.1.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	K_AKMA_NOT_PRESENT
	403 Forbidden
	Indicates that the KAKMA identified by the A-KID provided in the AKMA Application Key retrieval request body is not present at the AAnF.

	AKMA_CONTEXT_NOT_FOUND
	404 Not Found
	Indicates that the AKMA context to be deleted indicated by the "CtxRemove" Data type in the request body is not found.



*** End of Changes ***
